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The  rules  herein  set  forth  govern  the  railroads 
operated  by  the  Chicago,  Milwaukee  &  St.  Paul  Rail¬ 
way  Company.  They  take  effect  December  2nd,  1917, 
superseding  all  previous  rules  and  instructions  incon¬ 
sistent  therewith. 

Special  instructions  may  be  issued  by  proper  au¬ 
thority. 
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Lines  East  of  Mobridge. 


W.  B.  FOSTER, 
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general  notice 


duty^^  ^  °f  the  firSt  importance  in  the  discharge  of 

ODedience  to  the  rules  is  essential  to  safety. 

To  enter  or  remain  in  the  service  is  an  assurance  of 
willingness  to  obey  the  rules. 

The  service  demands  the  faithful,  intelligent  and 
courteous  discharge  of  duty. 

To  obtain  promotion  capacity  must  be  shown  for 
greater  responsibility. 


GENERAL  RULES. 

A.  Employes  whose  duties  are  prescribed  by  these 
rules  must  provide  themselves  with  a  copy. 

Employes  whose  duties  are  in  any  way  affected  by 
the  time-table  must  have  a  copy  of  the  current  time¬ 
table  with  them  while  on  duty. 

B.  Employes  must  be  conversant  with  and  obey  the 
rules  and  special  instructions.  If  in  doubt  as  to  their 
meaning,  they  must  apply  to  proper  authority  for  an 
explanation. 

C.  Employes  must  pass  the  required  examinations. 

D.  Persons  employed  in  any  service  on  trains  are 
subject  to  the  rules  and  special  instructions. 

E.  Employes  must  render  every  assistance  in  their 
power  in  carrying  out  the  rules  and  special  instruc¬ 
tions  and  must  report  to  the  proper  official  any  viola¬ 
tion  thereof  . 

F.  Accidents,  detention  of  trains,  failure  in  the  sup¬ 
ply  of  water  or  fuel,  or  defects  in  the  track,  bridges 
or  signals,  must  be  promptly  reported  by  wire  to  the 
proper  official. 

G.  The  use  of  intoxicants  by  employes  while  on  duty 
is  prohibited.  Their  use,  or  the  frequenting  of  places 
where  they  are  sold,  is  sufficient  cause  for  dismissal. 

H.  The  use  of  tobacco  by  employes  while  on  duty 
in  or  about  passenger  stations,  or  on  passenger  cars, 
is  prohibited. 

J.  Employes  on  duty  must  wear  the  prescribed  badge 
and  uniform  and  be  neat  in  appearance. 

K.  Employes  and  others  authorized  to  transact  busi¬ 
ness  at  stations  or  on  or  about  trains  must  be  orderly 
and  avoid  annoyance  to  patrons. 

L.  in  case  of  danger  to  the  Company’s  property, 
employes  must  unite  to  protect  it. 

DEFINITIONS. 

Engine. — A  locomotive  propelled  by  any  form  of 
energy. 

Motor. — A  car  propelled  by  any  form  of  energy. 
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°r-  m°re  than  ODe  en‘ 
ing  markers.  ’  1  °r  Wlthout  cars,  display- 

.Sr  Tram— A  train  authorized  by  a  time-table 

"T*  « the 

are  displayed.  &  °  1  for  Wul°b  signals 

tab'^“:'  ^“etetoUl°daes-by  "  tlme‘ 
s  W°rk  extra— work* trato ^xtrlh  ^  ^ 

other  train.  A  ^  &m  having  Precedence  over  an- 

Train  ot  Superior  Right _ a  tro* 

by  train  order.  '  A  tram  Slven  Precedence 

train  of  Superior  Cla<^ _ a  f 

by  time-table.  A  tram  glven  Precedence 

cteLr:ilu0LSTecU„nireCti0fin--A  trato  «*«  Prece- 

tween  opposing  trains  Q*  ®  ed  ^  time‘table  as  be- 
T.  '  U1  s  trams  of  the  same  class. 

Time-Table.— The  authority  for  thr>  ™ 
regular  trains  subject  to  the  rules  it  °f 

classified  schedules  of  trains  with  *  t,Coatams  ‘he 
relating  thereto.  special  instructions 

Schedule; — That  mrt 

the  f  IZZlrLlalT0^  *° 

titne"Si°n-'A  P°rti0a  °f  a  division  designated  by 

through  yards  and 
time-table  or  train  order  nr  h  £  are  operated  by 
is  governed  by  block  signals.  °  °r  ^  US6  01  Wbicb 
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Single  Track. — A  main  track  upon  which  trains  are 
operated  in  both  directions. 

Double  Track. — Two  main  tracks  upon  one  of  which 
the  current  of  traffic  is  in  a  specified  direction,  and 
upon  the  other  in  the  opposite  direction. 

Three  or  More  Tracks. — Three  or  more  main  tracks, 
upon  any  of  which  the  current  of  traffic  may  be  in 
either  specified  direction. 

Current  of  Traffic. — The  movement  of  trains  on  a 
main  track,  in  one  direction,  specified  by  the  rules. 

Station. — A  place  designated  on  the  time-table  by 
name,  at  which  a  train  may  stop  for  traffic;  or  to 
enter  or  leave  the  main  track;  or  from  which  fixed 
signals  are  operated. 

Siding. — A  track  auxiliary  to  the  main  track  for 
meeting  or  passing  trains. 

Fixed  Signal. — A  signal  of  fixed  location  indicating 
a  condition  affecting  the  movement  of  a  train. 

Note  to  Definition  of  Fixed  Signal. — The  definition  of  a 
“Fixed  Signal”  covers  such  signals  as  slow  boards,  stop 
boards,  yard  limits,  switch,  train  order,  block,  interlock¬ 
ing,  semaphore,  disc,  ball  or  other  means  for  displaying 
indications  that  govern  the  movement  of  a  train. 

Yard. — A  system  of  tracks  within  defined  limits  pro¬ 
vided  for  the  making  up  of  trains,  storing  of  cars  and 
other  purposes,  over  which  movements  not  authorized 
by  time-table,  or  by  train  order,  may  be  made,  subject 
to  prescribed  signals  and  rules,  or  special  instructions. 

Yard  Engine. — An  engine  assigned  to  yard  service 
and  working  within  yard  limits. 

Pilot. — An  employe  assigned  to  a  train  when  the  en- 
gineman  or  conductor,  or  both,  are  not  fully  acquainted 
with  the  physical  characteristics  or  rules  of  the  rail¬ 
road,  or  portion  of  the  railroad,  over  which  the  train 
is  to  be  moved. 

Train  Register. — A  book  or  form  which  may  be  used 
at  designated  stations  for  registering  signals  dis¬ 
played,  the  time  of  arrival  and  departure  of  trains  and 
such  other  information  as  may  be  prescribed. 
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THE  STANDARD  CODE 

OF 

Train  Rules 


RULES  FOR  SINGLE  AND  DOUBLE  TRACK. 

Note. — Rules  and  Train  Order  Forms  prefixed  by  the 
letter  “D”  apply  to  double  track.  All  others  apply  to 
both  single  and  double  track. 

STANDARD  TIME. 

1.  Standard  Time  obtained  from  an  observatory 
will  be  transmitted  to  all  points  from  designated  offices 
at  10:00  A.  M.,  Central  Time;  9:00  A.  M.,  Mountain 
Time,  and  8:00  A.  M.,  Pacific  Time,  daily. 

2.  Watches  that  have  been  examined  and  certified 
to  by  a  designated  inspector  must  be  used  by  train¬ 
masters,  chief  dispatchers,  train  dispatchers,  yard- 
masters,  yard  conductors,  conductors,  flagmen,  brake- 
men,  train  baggagemen,  motormen,  enginemen  and 
firemen.  The  certificate  in  prescribed  form  must  be 
renewed  and  filed  with  watch  inspector  every  three 
months. 

{Form  of  Certificate.) 

CERTIFICATE  OF  WATCH  INSPECTOR. 


This  is  to  certify  that  on . . . 19... 

the  watch  of . 

employed  as . 

on  the . . . R . 


was  examined  by  me.  It  is  correct  and  reliable,  and, 
with  proper  care,  should  run  within  a  variation  of 
thirty  seconds  per  week. 

Name  of  maker . 

Grade  . 

Number  of  movement . 

Open  or  hunting  case . 

Metal  of  case . 

Signed, 


Inspector. 

Address . 


7 


3.  Watches  of  conductors,  enginemen  and  motor- 
men  must  be  compared  before  commencing  each  day’s 
work,  with  a  clock  designated  by  time-table  as  a 
standard  clock.  The  time  when  watches  are  com¬ 
pared  must  be  registered  on  a  prescribed  form. 

3-A.  Conductors,  yard  conductors,  enginemen  and 
motormen  not  having  access  to  a  standard  clock  must 
obtain  the  correct  time  from  the  train  dispatcher. 
When  this  is  not  practicable,  they  must  compare  their 
watches  daily  with  those  of  conductors,  yard  con¬ 
ductors,  enginemen  or  motormen  who  have  Standard 
Time. 

TIME-TABLES. 

4.  Each  time-table,  from  the  moment  it  takes  ef¬ 
fect,  supersedes  the  preceding  time-table,  and  its 
schedules  take  effect  on  any  division,  or  subdivision, 
at  the  leaving  time  at  their  initial  stations  on  such 
division,  or  subdivision.  But  when  a  schedule  of  the 
preceding  time-table  corresponds  in  number,  class, 
day  of  leaving,  direction,  and  initial  and  terminal  sta¬ 
tions  with  a  schedule  of  the  new  time-table,  a  train 
authorized  by  the  preceding  time-table  will  retain  its 
train  orders  and  assume  the  schedule  of  the  corre¬ 
sponding  number  of  the  new  time-table. 

Schedules  on  each  division,  or  subdivision,  date  from 
their  initial  stations  on  such  division,  or  subdivision. 

Not  more  than  one  schedule  of  the  same  number  and 
day  shall  be  in  effect  on  any  division,  or  subdivision. 

5.  Not  more  than  two  times  are  given  for  a  train  at 
any  station;  where  one  is  given,  it  is,  unless  other¬ 
wise  indicated,  the  leaving  time;  where  two,  they  are 
the  arriving  and  the  leaving  time. 

The  time  applies  to  the  switch  where  an  inferior 
train  enters  the  siding;  where  there  is  no  siding  it 
applies  to  the  place  from  which  fixed  signals  are 


operated;  where  there  is  neither  siding  nor  fixed  sig¬ 
nal,  it  applies  to  the  place  where  traffic  is  received  or 
discharged. 

Schedule  meeting  or  passing  stations  are  indicated 
by  figures  in  full-faced  type. 

Both  the  arriving  and  leaving  time  of  a  train  are  in 
full-faced  type  when  both  are  meeting  or  passing 
times,  or  when  one  or  more  trains  are  to  meet  or  pass 
it  between  those  times. 

Where  there  are  one  or  more  trains  to  meet  or  pass 
a  train  between  two  times,  or  more  than  one  train  to 
meet  a  train  at  any  station,  attention  is  called  to  it  by 
showing  the  numbers  of  the  trains  in  small  type  ad¬ 
joining  the  full-faced  type. 

When  trains  are  to  be  met  or  passed  at  a  siding  ex¬ 
tending  between  two  adjoining  stations,  the  time  at 
each  end  of  the  siding  will  be  shown  in  full-faced  type. 

D-5.  Not  more  than  two  times  are  given  for  a  train 
at  any  station;  where  one  is  given,  it  is,  unless  other¬ 
wise  indicated,  the  leaving  time;  where  two,  they  are 
the  arriving  and  the  leaving  time. 

The  time  applies  to  the  switch  where  an  inferior 
train  enters  the  siding;  where  there  is  no  siding  it 
applies  to  the  place  from  which  fixed  signals  are 
operated;  where  there  is  neither  siding  nor  fixed  sig¬ 
nal,  it  applies  to  the  place  where  traffic  is  received  or 
discharged. 

Schedule  passing  stations  are  indicated  by  figures 
in  full-faced  type. 

Both  the  arriving  and  leaving  time  of  a  train  are  in 
full-faced  type  when  both  are  passing  times,  or  when 
one  or  more  trains  are  to  pass  it  between  those  times. 

Where  there  are  one  or  more  trains  to  pass  a  train 
between  two  times,  attention  is  called  to  it  by  show- 


ing  the  numbers  of  the  trains  in  small  type  adjoining 
the  full-faced  type. 

When  trains  are  to  be  passed  at  a  siding  extending 
betwen  two  adjoining  stations,  the  time  at  each  end 
of  the  siding  will  be  shown  in  full-faced  type. 

6.  The  following  signs  when  placed  before  the  fig¬ 
ures  of  the  schedule  indicate: 

“s” — regular  stop; 

“f” — flag  stop  to  receive  or  discharge  passengers  or 
freight; 

“L”— leave; 

“A” — arrive. 

SIGNALS. 

7.  Employes  whose  duties  may  require  them  to  give 
signals,  must  provide  themselves  with  the  proper  ap¬ 
pliances,  keep  them  in  good  order  and  ready  for  im¬ 
mediate  use. 

8.  Flags  of  the  prescribed  color  must  be  used  by 
day,  and  lights  of  the  prescribed  color  by  night. 

9.  Day  signals  must  be  displayed  from  sunrise  to 
sunset,  but  when  day  signals  cannot  be  plainly  seen, 
night  signals  must  be  used  in  addition. 

Night  signals  must  be  displayed  from  sunset  to 
sunrise. 


10.  COLOR  SIGNALS. 


Color 

Indication 

(a)  Red. 

Stop. 

(6)  Green. 

Proceed  with  caution,  and  for  other 
uses  prescribed  by  the  Rules. 

(c)  White. 

Proceed,  and  for  other  uses  pre¬ 
scribed  by  the  Rules. 

(d)  Green  and  white 

Flag  stop.  See  Rule  28. 

( e )  Blue. 

See  Rule  26. 

(/)  Purple. 

Stop.  (Night  indication  for  dwarf 
signals). 
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11.  A  train  finding  a  fusee  burning  on  or  near  its  track 
must  stop  and  extinguish  the  fusee,  and  then  proceed  with 
caution  prepared  to  stop  short  of  train  or  obstruction. 


12.  HAND,  FLAG  AND  LAMP  SIGNALS. 


Manner  Of  Using 


Indication 


(a)  Swung  across  the  track. 

(b)  Held  horizontally  at  arm’s 

length,  when  the  train  is  mov¬ 
ing.  '  . 

(c)  Raised  and  lowered  verti¬ 
cally. 

( d )  Swung  vertically  in  a  circle  at 
half  arm’s  length  across  the 
track  when  the  train  is  stand¬ 
ing. 

( e )  Swung  vertically  in  a  circle  at 
arm’s  length  across  the  track 
when  the  train  is  running. 

(/)  Swung  horizontally  above  the 
head  when  the  train  is  stand¬ 
ing. 

{g)  Held  at  arm’s  length  above  the 
head  when  the  train  is  stand¬ 
ing. 


Stop. 

jReduce  Speed. 
Proceed. 

(Back. 

Train  has  parted. 
Apply  air  brakes. 


[•Release  air  brakes. 


13.  Any  object  waved  violently  by  any  one  on  or  near 
the  track  is  a  signal  to  stop. 
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14.  ENGINE  AND  MOTOR  WHISTLE  SIGNALS. 

Note. — The  signals  prescribed  are  illustrated  by  “o”  for 
short  sounds;  “ — ”  for  longer  sounds.  The  sound  of  the 
whistle  should  be  distinct,  with  intensity  and  duration 
proportionate  to  the  distance  signal  is  to  be  conveyed. 


Sound. 

Indication. 

(а)  o 

(б)  - 

(c)  —  0  0  0 

(d)  - 

Apply  brakes.  Stop. 

Release  brakes.  Proceed. 
Flagman  protect  rear  of  train. 
Flagman  may  return  from 
west,  as  prescribed  by 
Rule  99. 

(e) - 

Flagman  may  return  from  east, 
as  prescribed  by  Rule  99. 

(/) - 

When  running,  train  parted; 
to  be  repeated  until  an¬ 
swered  by  the  signal  pre¬ 
scribed  by  Rule  12  ( e ). 
Answer  to  12  ( e ). 

( 9 )  o  o 

Answer  to  any  signal  not 
otherwise  provided  for. 

(/i)  0  0  0 

When  train  is  standing,  back. 

O')  O  O  0  0 
( k )  —  oo 

Answer  to  12  ( d )  and  10 
(c).  When  train  is  run¬ 
ning,  answer  to  16  (d). 

Call  for  signals. 

To  call  the  attention  of  yard 
engines,  extra  trains  or 
trains  of  the  same  or  in- 

(/) - 0  o 

ferior  class  or  inferior  right 
to  signals  displayed  for  a 
following  section. 

If  not  answered  by  a  train,  the 
train  displaying  signals  must 
stop  and  ascertain  the  cause. 

Approaching  public  cross¬ 
ings  at  grade. 

("0 

Approaching  stations,  junc¬ 
tions,  railroad  crossings  at 

(n) - 0 

grade  and  drawbridges. 
Approaching  meeting  points. 
See  Rule  90. 

(o)  o  — 

(p)  Succession  of  short 
sounds. 

Inspect  train  line  for  leak. 
Alarm  for  persons  or  live 
stock  on  the  track. 
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15.  The  explosion  of  two  torpedoes  is  a  signal  to 
reduce  speed  and  look  out  for  a  train  ahead  or  obstruc¬ 
tion.  The  explosion  of  one  torpedo  will  indicate  the 
same  as  two,  but  the  use  of  two  is  required. 

16.  COMMUNICATING  SIGNALS. 


Note. — The  signals  prescribed  are  illustrated  by  “o’f  for  short 
sounds;  “ — ”  for  longer  sounds. 


Sound. 

Indication. 

(a)  o  o 

When  standing — start. 

(6)  o  o 

When  running — stop  at  once. 

(c)  0  0  o 

When  standing — back  the  train. 

(d)  ooo 

When  running — stop  at  next 

(e)oooo 

passenger  station. 

When  standing — apply  or  re- 

(/)  0  O  0  o 

lease  air  brakes. 

When  running — reduce  speed. 

(g)  o  o  o  o  o 

When  standing — recall  flagman. 

(h)  o  o  o  o  o 

When  running — increase  speed. 

0)  O  o  0  0  0  0 

When  running — increase  train 
heat.  ‘ 

When  running — look  back  for 
hand  signals. 

(*) - 

17.  The  headlight  will  be  displayed  to  the  front  of 
every  train  by  night,  but  must  be  concealed  when  a 
train  turns  out  to  meet  another  and  has  stopped  clear 
of  main  track,  or  is  standing  to  meet  trains  at  the  end 
of  double  track  or  at  junctions. 

When  an  engine  is  running  backward  a  white  light 
must  be  displayed  by  night  on  the  rear  of  the  tender. 

D-17.  The  headlight  will  be  displayed  to  the  front 
of  every  train  by  night,  but  must  be  concealed  when 
a  train  is  standing  to  meet  trains  at  the  end  of  double 
track  or  at  junctions. 

When  an  engine  is  running  backward  a  white  light 
must  be  displayed  by  night  on  the  rear  of  the  tender. 
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18.  Yard  engines  will  display  the  headlight  bo  the 
front  and  rear  by  night.  When  not  provided  with  a 
headlight  at  the  rear,  a  white  light  must  be  displayed. 
Yard  engines  will  not  display  markers. 

19.  The  following  signals  will  be  displayed,  one  on 
each  side  of  the  rear  of  every  train,  as  markers,  to 
indicate  the  rear  of  the  train:  By  day,  marker  lamps 
(not  lighted) :  By  night,  green  lights  to  the  front  and 
side  and  red  lights  to  the  rear;  except  when  the  train 
is  clear  of  the  main  track,  when  green  lights  must  be 
displayed  to  the  front,  side  and  rear. 

19-A.  Freight  and  work  trains  will  in  addition  dis¬ 
play  a  red  light  to  the  rear  at  night  in  the  cupola  of 
the  caboose,  except  when  clear  of  main  track,  when 
it  will  be  concealed  or  extinguished. 

19-B.  Trains  not  equipped  for  display  of  marker 
lamps  may  use  green  flags  by  day  and  lighted  red 
lamps  by  night  to  indicate  rear  of  train. 

D-19.  The  following  signals  will  be  displayed,  one 
on  each  side’  of  the  rear  of  every  train,  as  markers, 
to  indicate  the  rear  of  the  train:  By  day,  marker 
lamps  (not  lighted)  :£  By  night,  green  lights  to  the 
front  and  side  and  red  lights  to  the  rear except, 
when  the  train  is  clear  of  the  main  track,  when 
green  lights  must  be  displayed  to  the  front,  side  and 
rear,  and  except  when  a  train  is  turned  out  against 
the  current  of  traffic,  when  green  lights  must  be  dis¬ 
played  to  the  front  and  side,  a  green  light  to  the  rear 
on  the  side  next  to  the  main  track  on  which  the  cur¬ 
rent  of  traffic  is  in  the  direction  the  train  is  moving, 
and  a  red  light  to  the  rear  on  the  opposite  side. 

20.  All  sections  except  the  last  will  display  two 
green  flags,  and,  in  addition,  two  green  lights  by  night, 
in  the  places  provided  for  that  purpose  on  the  front 
of  the  engine. 
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21.  Extra  trains  will  display  two  white  flags  and,  in 
addition,  two  white  lights  by  night,  in  the  places  pro¬ 
vided  for  that  purpose  on  the  front  of  the  engine. 

22.  When  two  or  more  engines  are  coupled,  each 
engine  shall  display  the  signals  as  prescribed  by  Rules 
20  and  21. 

23.  One  flag  or  light  displayed  where  in  Rules  19, 
20  and  21  two  are  prescribed  will  indicate  the  same 
as  two;  but  the  proper  display  of  all  train  signals  is 
required. 

D-23.  One  flag  or  light  displayed  where  in  Rules  20 
and  21  two  are  prescribed  will  indicate  the  same  as 
two;  but  the  proper  display  of  all  train  signals  is  re¬ 
quired. 

24.  When  cars  are  pushed  by  an  engine,  except 
when  shifting  or  making  up  trains  in  yards,  a  white 
light  must  be  displayed  on  the  front  of  the  leading  car 
by  night. 

25.  Each  car  of  a  passenger  train  must  be  connect¬ 
ed  with  the  engine  by  a  communicating  signal  appli¬ 
ance. 

26.  A  blue  signal,  displayed  at  one  or  both  ends  of 
an  engine,  car  or  train,  indicates  that  workmen  are 
under  or  about  it;  when  thus  protected  it  must  not  be 
coupled  to  or  moved.  Workmen  will  display  the  blue 
signals  and  the  same  workmen  are  alone  authorized 
to  remove  them.  Other  cars  must  not  be  placed  on 
the  same  track  so  as  to  intercept  the  view  of  the  blue 
signals,  without  first  notifying  the  workmen. 

USE  OF  SIGNALS. 

27.  A  signal  imperfectly  displayed,  or  the  absence 
of  a  signal  at  a  place  where  a  signal  is  usually  shown, 
must  be  regarded  as  the  most  restrictive  indication 
that  can  be  given  by  that  signal,  and  the  fact  report¬ 
ed  to  the  chief  dispatcher.  Conductors  and  engine- 
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men  using  a  switch  where  the  switch  light  is  imper¬ 
fectly  displayed  or  absent,  must  also,  if  practicable, 
correct  or  replace  the  light. 

28.  A  green  and  white  signal  will  be  used  to  stop  a 
train  only  at  the  flag  stations  indicated  on  its  schedule. 
When  it  is  necessary  to  stop  a  train  at  a  point  that  is 
not  a  flag  station  on  its  schedule,  a  red  signal  must  be 
used. 

29.  When  a  signal,  except  a  fixed  signal,  is  given  to 
stop  a  train,  it  must,  unless  otherwise  provided,  be 
acknowledged  as  prescribed  by  Rule  14  ( g )  or  (A). 

30.  The  engine-bell  must  be  rung  when  an  engine 
is  about  to  move  and  while  approaching  and  passing 
public  crossings  at  grade. 

30-A.  The  engine-bell  must  be  rung  on  approaching 
stations,  tunnels  and  snow  sheds,  and  until  they  are 
passed. 

31.  The  whistle  must  be  sounded  at  all  places  where 
required  by  rule  or  by  law. 

32.  The  unnecessary  use  of  either  the  whistle  or  the 
bell  is  prohibited. 

33.  Watchmen  stationed  at  highway  crossings  must 
use  stop  signals  when  necessary  to  stop  trains.  They 
will  use  green  signals  to  stop  highway  traffic. 

34.  The  engineman  and  fireman  must,  when  prac¬ 
ticable,  communicate  to  each  other  by  its  name  the 
indication  of  all  signals  affecting  the  movement  of 
their  train. 

35.  The  following  signals  will  be  used  by  flagmen: 

Day  signals — A  red  flag, 

Torpedoes  and 
Fusees. 

Night  signals — A  red  light, 

A  white  light, 

Torpedoes  and 
Fusees. 


SUPERIORITY  OF  TRAINS. 

71.  A  train  is  superior  to  another  train  by  right, 
class  or  direction. 

Right  is  conferred  by  train  order;  class  and  direc¬ 
tion  by  time-table. 

Right  is  superior  to  class  or  direction. 

Direction  is  superior  as  between  trains  of  the  same 
class. 

D-71.  A  train  is  superior  to  another  train  by  right 
or  class. 

Right  is  conferred  by  train  order;  class  by  time¬ 
table. 

Right  is  superior  to  class. 

72.  Trains  of  the  first  class  are  superior  to  those 
of  the  second;  trains  of  the  second  class  are  superior 
to  those  of  the  third;  and  so  on. 

Trains  in  the  direction  specified  by  the  time-table 
are  superior  to  trains  of  the  same  class  in  the  oppo¬ 
site  direction. 

D-72.  Trains  of  the  first  class  are  superior  to  those 
of  the  second;  trains  of  the  second  class  are  superior 
to  those  of  the  third;  and  so  on. 

73.  Extra  trains  are  inferior  to  regular  trains. 

MOVEMENT  OF  TRAINS. 

82.  Time-table  schedules,  unless  fulfilled,  are  in  ef¬ 
fect  for  twelve  hours  after  their  time  at  each  station. 

Regular  trains  more  than  twelve  hours  behind  either 
their  schedule  arriving  or  leaving  time  at  any  station 
lose  both  right  and  schedule,  and  can  thereafter  pro¬ 
ceed  only  as  authorized  by  train  order. 

83.  A  train  must  not  leave  its  initial  station  on  any 
division,  or  subdivision,  or  a  junction,  or  pass  from 
double  to  single  track,  until  it  has  been  ascertained 
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whether  all  trains  due,  which  are  superior,  or  of  the 
same  class,  have  arrived  or  left. 

Stations  at  which  train  registers  are  located  may  he 
designated  by  time-table. 

83-A.  Conductors  will  fill  out  train  register  check 
on  the  prescribed  form  and  deliver  to  enginemen 
before  leaving  register  stations. 

D-83.  A  train  must  not  leave  its  initial  station  on 
any  division,  or  subdivision,  or  a  junction,  until  it 
has  been  ascertained  whether  all  superior  trains  due 
have  left. 

Stations  at  which  train  registers  are  located  may 
be  designated  by  time-table. 

84.  A  train  must  not  start  until  the  proper  signal 
is  given. 

85.  When  a  train  of  one  schedule  is  on  the  time  of 
another  schedule  of  the  same  class  in  the  same  direc¬ 
tion,  it  will  proceed  on  its  own  schedule. 

Trains  of  one  schedule  may  pass  trains  of  another 
schedule  of  the  same  class,  and  extra  trains  may  pas3 
and  run  ahead  of  second  and  inferior  class  trains  and 
extra  trains. 

A  section  may  pass  and  run  ahead  of  another  sec¬ 
tion  of  the  same  schedule,  first  exchanging  train  or¬ 
ders,  signals  and  numbers  with  the  section  to  be 
passed.  The  change  in  sections  must  be  reported  from 
the  next  available  point  of  communication. 

D-85.  When  a  train  of  one  schedule  is  on  the  time 
of  another  schedule  of  the  same  class  it  will  proceed 
on  its  own  schedule. 

Trains  of  one  schedule  may  pass  trains  of  another 
schedule  of  the  same  class,  and  extra  trains  may  pass 
and  run  ahead  of  second  and  inferior  class  trains  and 
extra  trains. 
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A  section  may  pass  and  run  ahead  of  another  sec¬ 
tion  of  the  same  schedule,  first  exchanging  train  or¬ 
ders,  signals  and  numbers  with  the  section  to  be 
passed.  The  change  in  sections  must  be  reported 
from  the  next  available  point  of  communication. 

86.  Unless  otherwise  provided,  an  inferior  train 
must  clear  the  time  of  a  superior  train,  in  the  same 
direction,  not  less  than  five  minutes;  but  must  be  clear 
at  the  time  a  first-class  train,  in  the  same  direction, 
is  due  to  leave  the  next  station  in  the  rear  where 
time  is  shown. 

D-86.  Unless  otherwise  provided,  an  inferior  train 
must  clear  the  time  of  a  superior  train  not  less  than 
five  minutes;  but  must  be  clear  at  the  time  a  first- 
class  train  in  the  same  direction  is  due  to  leave  the 
next  station  in  the  rear  where  time  is  shown. 

Extra  trains  must  clear  the  time  of  regular  trains 
five  minutes  unless  otherwise  provided. 

87.  An  inferior  train  must  keep  out  of  the  way  of 
opposing  superior  trains  and  failing  to  clear  the  main 
track  by  the  time  required  by  rule  must  be  protected 
as  prescribed  by  Rule  99. 

Extra  trains  must  clear  the  time  of  opposing  reg¬ 
ular  trains  not  less  than  five  minutes  unless  other¬ 
wise  provided,  and  will  be  governed  by  train  orders 
with  respect  to  opposing  extra  trains. 

88.  At  meeting  points  between  trains  of  the  same 
class,  the  inferior  train  must  clear  the  main  track 
before  the  leaving  time  of  the  superior  train. 

At  meeting  points  between  extra  trains,  the  train  in 
the  inferior  time-table  direction  must  take  the  siding 
unless  otherwise  provided. 

Trains  must  pull  into  the  siding  when  practicable; 
if  necessary  to  back  in,  the  train  must  first  be  pro¬ 
tected  as  prescribed  by  Rule  99,  unless  otherwise  pro¬ 
vided. 
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89.  At  meeting  points  between  trains  of  different 
classes  the  inferior  train  must  take  the  siding  and 
clear  the  superior  train  at  least  five  minutes,  and  must 
pull  into  the  siding  when  practicable.  If  necessary  to 
back  in,  the  train  must  first  be  protected  as  prescribed 
by  Rule  99,  unless  otherwise  provided. 

90.  Trains  must  stop  at  schedule  meeting  points, 
if  the  train  to  be  met  is  of  the  same  class  unless  the 
switch  is  right  and  the  track  clear. 

When  the  expected  train  of  the  same  class  is  not 
found  at  the  schedule  meeting  point,  the  superior 
train  must  approach  all  sidings  prepared  to  stop,  until 
the  expected  train  is  met. 

Trains  must  stop  clear  of  the  switch  used  by  the 
train  to  be  met  in  going  on  the  siding. 

The  engineman  will  give  signal  14  (n)  at  least  one 
mile  before  reaching  a  schedule  meeting  point  with  a 
train  of  the  same  or  superior  class,  or  a  point  where 
by  train  order  the  train  i$  to  meet  or  wait  for  an 
opposing  train.  Should  the  engineman  fail  to  give 
signal  14  («)  as  herein  prescribed,  the  conductor  must 
take  immediate  action  to  stop  the  train. 

91.  Unless  some  form  of  block  signals  is  used, 
trains  in  the  same  direction  must  keep  at  least  five 
minutes  apart,  except  in  closing  up  at  stations.  A 
train  following  a  train  carrying  passengers  must  keep 
at  least  ten  minutes  behind  it. 

D-91.  Unless  some  form  of  block  signals  is  used, 
trains  must  keep  at  least  five  minutes  apart,  except 
in  closing  up  at  stations.  A  train  following  a  train 
carrying  passengers  must  keep  at  least  ten  minutes 
behind  it. 

92.  A  train  must  not  arrive  at  a  station  in  advance 
of  its  schedule  arriving  time. 

A  train  must  not  leave  a  station  in  advance  of  its 
schedule  leaving  time. 
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93.  Within  yard  limits  the  main  track  may  be  used, 
protecting  against  first-class  trains. 

Second  and  inferior  class  and  extra  trains  must 
move  within  yard  limits  prepared  to  stop  unless  the 
main  track  is  seen  or  known  to  be  clear. 

93-A.  Within  yard  limits,  trains  carrying  passengers 
must  be  protected  at  all  times  as  prescribed  by  Rule 
99;  other  trains  and  yard  engines  must,  during  foggy 
or  stormy  weather  or  where  the  view  is  obscure,  be 
protected  in  the  same  manner.  Yard  limits  will  be 
designated  by  yard  limit  signs  or  by  special  instruc¬ 
tions  on  the  time-table. 

At  stations  where  yards  are  not  defined  by  yard 
limit  signs  or  special  instructions,  all  trains  using  main 
track  must  be  protected  as  prescribed  by  Rule  99. 

94.  A  train  which  overtakes  another  train  so  dis¬ 
abled  that  it  cannot  proceed  will  pass  it,  if  practicable, 
and  if  necessary  will  assume  the  schedule  and  take 
the  train  orders  of  the  disabled  train,  proceed  to  the 
next  available  point  of  communication,  and  therfe  re¬ 
port  to  the  chief  dispatcher.  The  disabled  train  will 
assume  the  right  or  schedule  and  take  the  train  orders 
of  the  last  train  with  which  it  has  exchanged,  and 
will  when  able  proceed  to  and  report  from  the  next 
available  point  of  communication. 

When  a  train,  unable  to  proceed  against  the  right 
or  schedule  of  an  opposing  train,  is  overtaken  be¬ 
tween  communicating  stations  by  an  inferior  train  or 
a  train  of  the  same  class  having  right  or  schedule 
which  permits  it  to  proceed,  the  delayed  train  may, 
after  proper  understanding  with  the  following  train, 
precede  it  to  the  next  available  point  of  communica¬ 
tion,  where  it  must  report  to  the  chief  dispatcher. 
When  opposing  trains  are  met  under  these  circum¬ 
stances,  it  must  be  fully  explained  to  them  by  the 
leading  train  that  the  expected  train  is  following. 
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D-94.  A  train  which  overtakes  a  superior  train,  so 
disabled  that  it  cannot  proceed  will  pass  it,  if  prac¬ 
ticable,  and  if  necessary  will  assume  the  schedule 
and  take  the  train  orders  of  the  disabled  train,  pro¬ 
ceed  to  the  next  available  point  of  communication, 
and  there  report  to  the  chief  dispatcher.  The  dis¬ 
abled  train  will  assume  the  schedule  and  take  the 
train  orders  of  the  last  train  with  which  it  has  ex¬ 
changed,  and  will,  when  able,  proceed  to  and  report 
from  the  next  available  point  of  communication. 

95.  Twto  or  more  sections  may  be  run  on  the  same 
schedule. 

Each  section  has  equal  time-table  authority. 

A  train  must  not  display  signals  for  a  following 
section,  except  as  prescribed  by  Rule  85,  without  or¬ 
ders  from  the  chief  dispatcher. 

D-95.  Two  or  more  sections  may  be  run  on  the 
same  schedule. 

Each  section  has  equal  time-table  authority. 

A  train  must  not  display  signals  for  a  following 
section,  except  as  prescribed  by  Rule  D-85,  without 
orders  from  the  chief  dispatcher. 

96.  When  signals  displayed  for  a  section  are  taken 
down  at  any  point  before  that  section  arrives,  the 
conductor,  if  there  be  no  other  provision,  will  arrange 
in  waiting  with  the  operator,  or  if  there  be  no  operator, 
with  the  switchtender,  or  in  the  absence  of  both,  with 
a  flagman  left  there  for  that  purpose,  to  notify  all 
opposing  trains  that  the  section  for  which  signals 
were  displayed  has  not  arrived,  and,  in  addition,  the 
conductor  must  notify  all  opposing  inferior  trains,  or 
trains  of  the  same  class,  until  the  fact  that  the  sig¬ 
nals  were  carried  has  been  registered  at  the  next 
register  station. 
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97.  Extra  trains  must  not  be  run  without  train  or¬ 
ders. 

D-97.  Unless  otherwise  provided,  extra  trains  must 
not  be  run  without  train  orders. 

Work  extras  must  move  with  the  current  of  traffic 
unless  otherwise  directed. 

98.  Trains  must  approach  the  end  of  double  track, 
junctions,  railroad  crossings  at  grade,  and  draw¬ 
bridges,  with  caution.  Where  required  by  rule  or  by 
law,  trains  must  stop. 

Trains  using  a  siding  must  proceed  w'ith  caution, 
expecting  to  find  it  occupied  by  other  trains. 

99.  When  a  train  stops  under  circumstances  in 
which  it  may  be  overtaken  by  another  train,  the  flag¬ 
man  must  go  back  immediately  with  flagman’s  sig¬ 
nals  a  sufficient  distance  to  insure  full  protection, 
placing  two  torpedoes,  and  when  necessary,  in  addi¬ 
tion,  displaying  lighted  fusees. 

When  signal  14  ( d ),  or  14  ( e ),  has  been  given  to  the 
flagman  and  safety  to  the  train  will  permit,  he  may 
return.  When  the  conditions  require  he  will  leave  the 
torpedoes  and  a  lighted  fusee. 

The  front  of  the  train  must  be  protected  in  the  same 
way  when  necessary  by  the  front  brakeman  or  in  his 
absence  by  the  fireman. 

When  a  train  is  moving  under  circumstances  in 
which  it  may  be  overtaken  by  another  train,  the  flag¬ 
man  must  take  such  action  as  may  be  necessary  to 
insure  full  protection.  By  night,  or  by  day  when  the 
view  is  obscured,  lighted  fusees  must  be  thrown  off 
at  proper  intervals. 

When  day  signals  cannot  be  plainly  seen,  owing  to 
weather  or  other  conditions,  night  signals  must  also 
be  used. 
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Conductors  and  enginemen  are  responsible  for  the 
protection  of  their  trains. 

Flagman’s  signals: 

Day  signals — A  red  flag, 

Torpedoes  and 
Fusees. 

Night  signals — A  red  light, 

A  white  light, 

Torpedoes  and 
Fusees. 

100.  When  the  flagman  goes  back  to  protect  the 
rear  of  the  train,  the  next  brakeman  or  train  baggage¬ 
man  must,  in  the  case  of  passenger  trains,  and  the 
next  brakeman  in  the  case  of  other  trains,  take  his 
place  on  the  train. 

101.  Trains  must  be  fully  protected  against  any 
known  condition  which  interferes  with  their  safe 
passage  at  normal  speed. 

When  conditions  are  found  which  may  interfere 
with  the  safe  passage  of  trains  at  normal  speed  and 
no  protection  has  been  provided,  such  action  must  be 
taken  as  will  insure  safety. 

102.  If  a  train  should  part  while  in  motion,  train-  - 
men  must,  if  possible,  prevent  damage  to  the  detached 
portions.  The  signals  prescribed  by  Rules  12  ( e )  and 
14  (/)  must  be  given. 

The  detached  portion  must  not  be  moved  or  passed 
until  the  front  portion  comes  back. 

D-102.  If  a  train  should  part  while  in  motion,  train¬ 
men  must,  if  possible,  prevent  damage  to  the  detached 
portions.  The  signals  prescribed  by  Rules  12  ( e ) 
and  14  (/)  must  be  given. 

The  detached  portion  must  not  be  moved  or  passed 
until  the  front  portion  comes  back. 
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The  engineman  and  trainmen  of  the  front  portion 
must  give  the  train-parted  signal  to  trains  running  on 
the  opposite  track.  A  train  receiving  this  signal  or 
being  otherwise  notified  that  a  train  on  the  opposite 
track  has  parted,  must  immediately  reduce  speed  and 
proceed  with  caution  until  the  separated  train  is 
passed. 

When  a  train  is  disabled  so  it  may  obstruct  the  op¬ 
posite  track,  trains  on  that  track  must  be  stopped. 

103.  When  cars  are  pushed  by  an  engine,  except 
when  shifting  or  making  up  trains  in  yards,  a  train¬ 
man  must  take  a  conspicuous  position  on  the  front 
of  the  leading  car. 

104.  Switches  must  be  left  in  proper  position  after 
having  been  used.  Conductors  are  responsible  for 
the  position  of  the  switches  used  by  them  and  their 
trainmen,  except  where  switchtenders  are  stationed, 
but,  when  practicable,  the  engineman  must  see  that 
the  switches  nearest  the  engine  are  properly  set. 

A  switch  must  not  be  left  open  for  a  following  train 
unless  in  charge  of  a  trainman  of  such  train. 

105.  Both  the  conductor  and  the  engineman  are 
responsible  for  the  safety  of  the  train  and  the  observ¬ 
ance  of  the  rules,  and,  under  conditions  not  provided 
for  by  the  rules,  must  take  every  precaution  for  pro¬ 
tection. 

106.  Trains  must  use  caution  in  passing  a  train  re¬ 
ceiving  or  discharging  passengers  at  a  station,  and, 
except  where  proper  safeguards  are  provided  or  the 
movement  is  otherwise  protected,  must  not  pass  be¬ 
tween  it  and  the  platform  at  which  the  passengers 
are  being  received  or  discharged. 

107.  In  case  of  doubt  or  uncertainty  the  safe  course 
must  be  taken. 
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D-161.  Trains  must  keep  to  the  right,  unless  other¬ 
wise  provided. 

D-152.  When  a  train  crosses  over  to,  or  obstructs 
the  other  track,  unless  otherwise  provided,  it  must 
first  be  protected  as  prescribed  by  Rule  99  in  both 
directions  on  that  track. 

RULES  FOR  MOVEMENT  BY  TRAIN  ORDERS. 

201.  For  movements  not  provided  for  by  time-table, 
train  orders  will  be  issued  by  authority  and  over  the 
signature  of  the  chief  dispatcher.  They  must  con¬ 
tain  neither  information  nor  instructions  not  essen¬ 
tial  to  such  movements. 

They  must  be  brief  and  clear;  in  the  prescribed 
forms  when  applicable;  and  without  erasure,  altera¬ 
tion  or  interlineation. 

Figures  in  train  orders  must  not  be  surrounded  by 
brackets,  circles  or  other  characters. 

202.  Each  train  order  must  be  given  in  the  same 
words  to  all  employes  or  trains  addressed. 

203.  Train  orders  must  be  numbered  consecutively 
each  day,  beginning  at  midnight. 

204.  Train  orders  must  be  addressed  to  those  who 
are  to  execute  them,  naming  the  place  at  which  each 
is  to  receive  his  copy.  Those  for  a  train  must  be 
addressed  to  the  conductor  and  engineman,  and  also 
to  any  one  who  acts  as  its  pilot.  A  copy  for  each 
employe  addressed  must  be  supplied  by  the  operator. 

Orders  addressed  to  operators  restricting  the  move¬ 
ment  of  trains  must  be  respected  by  conductors  and 
enginemen  the  same  as  if  addressed  to  them. 

205.  Each  train  order  must  be  written  in  full  in  a  book 
provided  for  the  purpose  at  the  office  of  the  chief  dis¬ 
patcher;  and  with  it  recorded  the  names  of  thosea.  who 
have  signed  for  the  order;  the  time  and  the  signals  which 
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show  when  and  from  what  offices  the  order  was  repeated 
and  the  responses  transmitted;  and  the  train  dispatcher’s 
initials.  These  records  must  be  made  at  once,  and  never 
from  memory  or  memoranda. 

206.  In  train  orders  regular  trains  will  be  desig¬ 
nated  as  “No.  10,”  and  sections  as  “Second  10,”'  add¬ 
ing  engine  numbers  if  desired.  Extra  trains  will  be 
designated  by  engine  numbers,  and  the  direction  as 
“Extra  798  ‘East’  or  ‘West.’  ” 

In  transmitting  train  orders  by  telegraph  time  will  be 
stated  in  figures  only. 

In  transmitting  train  orders  by  telephone  the  names  of 
stations  must  be  plainly  pronounced,  and  then  spelled, 
letter  by  letter,  thus:  Aurora,  A-u-r-o-r-a;  all  numerals 
must  first  be  pronounced,  and  then  followed  by  spelling 
thus:  1-0-5,  O-n-e  N-a-u-g-h-t  F-i-v-e;  the  train  dispatcher 
must  write  the  order  as  he  transmits  it  and  underscore 
it  as  it  is  being  repeated. 

The  letters  duplicating  names  of  stations  and  numerals 
will  not  be  written  in  the  order  book  nor  upon  train 
orders. 

Even  hours  must  not  be  used  in  stating  time  of  day  in 
train  orders,  such  as  10:00  a.  m. 

207.  To  transmit  a  train  order,  the  signal  “31”  or 
the  signal  “19”  followed  by  the  direction  must  be  given 
to  each  office  addressed,  the  number  of  copies  being 
stated,  if  more  or  less  than  three — thus,  “31,  West, 
copy  5,”  or  “19  East,  copy  2.” 

208.  A  train  order  to  be  sent  to  two  or  more  offices 
must  be  transmitted  simultaneously  to  as  many  of  them 
as  practicable.  When  not  sent  simultaneously  to  all, 
the  order  must  be  sent  first  to  the  superior  train. 

The  several  addresses  must  be  in  the  order  of  superi¬ 
ority  of  trains,  each  office  taking  its  proper  address,  and 
when  practicable  must  include  the  operator  at  the  meeting 
or  waiting  point. 
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Copies  of  the  order  addressed  to  the  operator  at  the 
meeting  or  waiting  point  must  be  delivered  to  the  trains 
affected  until  all  have  arrived  from  one  direction. 

A  train  order  must  not  be  sent  to  a  superior  train  at 
the  meeting  point  if  it  can  be  avoided.  When  an  order 
is  so  sent,  the  fact  will  be  stated  in  the  order  and  special 
precautions  must  be  taken  to  insure  safety. 

D-208.  A  train  order  to  be  sent  to  two  or  more  offices 
must  be  transmitted  simultaneously  to  as  many  of  them 
as  practicable.  When  not  sent  simultaneously  to  all,  the 
order  must  be  sent  first  to  the  superior  train. 

The  several  addresses  must  be  in  the  order  of  supe¬ 
riority  of  trains,  each  office  taking  its  proper  address. 

209.  Operators  receiving  train  orders  must  write 
them  in  manifold  during  transmission.  If  they  cannot 
at  one  writing  make  the  requisite  number  of  copies, 
they  must  make  others  from  one  of  the  copies  previously 
made,  and  repeat  to  the  train  dispatcher  from  the  new 
copies  each  time  additional  copies  are  made.  They 
must  retain  a  copy  of  each  train  order. 

210.  When  a  “31”  train  order  has  been  transmitted, 
operators  must,  unless  otherwise  directed,  repeat  it  at 
once  from  the  manifold  copy  in  the  succession  in  which 
the  several  offices  have  been  addressed,  and  then  write 
the  time  of  repetition  on  the  order.  Each  operator 
receiving  the  order  should  observe  whether  the  others 
repeat  correctly. 

Those  to  whom  the  order  is  addressed,  except  engine- 
men,  must  then  sign  it,  and  the  operator  will  send  their 
signatures  preceded  by  the  number  of  the  order  to  the 
train  dispatcher.  The  response  “complete”  and  the 
time,  with  the  initials  of  the  train  dispatcher,  will  then  be 
given  by  the  train  dispatcher.  Each  operator  receiving 
this  response  will  then  write  on  each  copy  the  word 
“Complete,”  the  time,  and  his  last  name  in  full,  and  then 
deliver  a  copy  to  each  person  addressed,  except  engine- 
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men.  The  copy  for  each  engineman  must  be  delivered 
to  him  personally  by  the  conductor. 

Enginemen  must  show  train  orders  to  firemen  and  when 
practicable  to  forward  trainmen.  Conductors  must  show 
train  orders  when  practicable  to  trainmen. 

210-A.  The  conductor  will  read  the  order  aloud  to 
the  operator,  and  engineman  read  it  aloud  to  the  con¬ 
ductor,  who  must  compare  his  copy  with  the  engineman’s 
reading. 

211.  When  a  “19”  train  order  has  been  transmitted, 
operators  must,  unless  otherwise  directed,  repeat  it  at  once 
from  the  manifold  copy,  in  the  succession  in  which  the 
several  offices  have  been  addressed.  Each  operator  re¬ 
ceiving  the  order  should  observe  whether  the  others  repeat 
correctly.  When  the  order  has  been  repeated  correctly 
by  an  operator,  the  response  “complete”  and  the  time, 
with  the  initials  of  the  train  dispatcher,  will  be  given  by 
the  train  dispatcher.  The  operator  receiving  this  response 
will  then  write  on  each  copy  the  word  “complete,”  the 
time,  and  his  last  name  in  full,  and  personally  deliver  a 
copy  to  each  person  addressed  without  taking  his  sig¬ 
nature.  But  when  delivery  to  engineman  will  take 
operator  from  the  immediate  vicinity  of  his  office,  the 
engineman’s  copy  will  be  delivered  by  a  trainman. 

When  a  “19”  train  order  restricting  the  superiority  of 
a  train  is  issued  for  it  at  the  point  where  such  superiority 
is  restricted,  the  train  must  be  brought  to  a  stop  before 
delivery  of  the  order. 

Enginemen  must  show  train  orders  to  firemen  and  when 
practicable  to  forward  trainmen.  Conductors  must  show 
train  orders,  when  practicable,  to  trainmen. 

212.  When  so  directed  by  the  train  dispatcher,  a 
train  order  may  be  acknowledged  before  repeating,  by 

the  operator  responding:  “X;  - Number  of  TralnOrder - 

to  Train  Number  »  wi^h  the  operator’s  initials  and  office 
signal.  The  operator  must  then  write  on  the  order  his 
initials  and  the  time. 
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213.  “Complete”  must  not  be  given  to  a  train  order 
for  delivery  to  an  inferior  train  until  the  order  has  been 
repeated  or  the  “X”  response  sent  by  the  operator  who 
receives  the  order  for  the  superior  train. 

214.  When  a  train  order  has  been  repeated  or  “X” 
response  sent,  and  before  “complete”  has  been  given, 
the  order  must  be  treated  as  a  holding  order  for  the  train 
addressed,  but  must  not  be  otherwise  acted  on  until 
“complete”  has  been  given. 

If  the  line  fail  before  an  office  has  repeated  an  order 
or  has  sent  the  “X”  response,  the  order  at  that  office  is 
of  no  effect  and  must  be  there  treated  as  if  it  had  not  been 
sent. 

216.  For  train  orders  delivered  by  the  train  dispatcher 
the  requirements  as  to  the  record  and  delivery  are  the 
same  as  at  other  offices. 

217.  A  train  order  to  be  delivered  to  a  train  at  a  point 
not  a  train  order  office,  or  at  one  at  which  the  office  is 
closed,  must  be  addressed  to 

UC.  and  E. - at - ,  care  of - ”, 

and  forwarded  and  delivered  by  the  conductor  or  other 
person  in  whose  care  it  is  addressed.  When  form  31  is 
used  “complete”  will  be  given  upon  the  signature  of  the 
person  by  whom  the  order  is  to  be  delivered,  who  must 
be  supplied  with  copies  for  the  conductor  and  engineman, - 
addressed,  and  a  copy  upon  which  he  shall  take  their  signa¬ 
tures.  This  copy  he  must  deliver  to  the  first  operator  ac¬ 
cessible,  who  must  preserve  it,  and  at  once  transmit  the 
signatures  of  the  conductor  and  engineman  to  the  train  dis¬ 
patcher. 

Orders  so  delivered  must  be  acted  on  as  if  “complete” 
had  been  given  in  the  usual  way. 

For  orders  which  are  sent,  in  the  manner  herein  pro¬ 
vided,  to  a  train,  the  superiority  of  which  is  thereby 
restricted,  “complete”  must  not  be  given  to  an  inferior 
train  until  the  signatures  of  the  conductor  and  engineman 
of  the  superior  train  have  been  sent  to  the  train  dispatcher. 
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218.  When  a  train  is  named  in  a  train  order  by  its 
schedule  number  alone,  all  sections  of  that  schedule  are 
included,  and  each  must  have  copies  delivered  to  it. 

219.  An  operator  must  not  repeat  or  give  the  “X” 
response  to  a  train  order  for  a  train  which  has  been  cleared 
or  of  which  the  engine  has  passed  his  train-order  signal 
until  he  has  obtained  the  signatures  of  the  conductor  and 
engineman  to  the  order. 

220.  Train  orders  once  in  effect  continue  so  until 
fulfilled,  superseded  or  annulled.  Any  part  of  an  order 
specifying  a  particular  movement  may  be  either  super¬ 
seded  or  annulled. 

Orders  held  by  or  issued  for  or  any  part  of  an  order 
relating  to  a  regular  train  become  void  when  such  train 
loses  both  right  and  schedule  as  prescribed  by  Rules  4 
and  82,  or  is  annulled. 

When  a  conductor  or  engineman,  or  both,  is  relieved 
before  the  completion  of  a  trip,  all  train  orders  and  in¬ 
structions  held  must  be  delivered  to  the  relieving  con¬ 
ductor  or  engineman.  Such  orders  or  instructions  must 
be  compared  by  the  conductor  and  engineman  before  pro¬ 
ceeding. 

221-B.  A  fixed  signal  must  be  used  at  each  train  order 
office,  which  shall  indicate  ‘"stop”  when  trains  are  to  be 
stopped  for  train  orders.  When  there  are  no  orders  the 
signal  must  indicate  “proceed”. 

When  an  operator  receives  the  signal  “31”  or  “19” 
followed  by  the  direction,  he  must  immediately  display 
the  “stop  signal”  for  the  direction  indicated  and  then 
reply  “stop  displayed,”  adding  the  direction;  and  until 
the  orders  have  been  delivered  or  annulled  the  signal 
must  not  be  restored  to  “proceed”.  While  “stop”  is 
indicated  trains  must  not  proceed  without  a  clearance 
card  (Form  A  or  A-l). 

Operators  must  have  the  proper  appliances  for  hand 
signalling  ready  for  immediate  use  if  the  fixed  signal  should 
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fail  to  work  properly.  If  a  signal  is  not  displayed  at  a 
night  office,  trains  which  have  not  been  notified  must  stop 
and  ascertain  the  cause,  and  report  the  facts  to  the  chief 
dispatcher  from  the  next  available  point  of  communi¬ 
cation. 

Where  the  semaphore  is  used,  the  arm  indicates  “stop” 
when  horizontal  and  “proceed”  when  in  a  vertical  or 
diagonal*  position. 

Note  to  Rule  221-B. — On  certain  divisions  indicated  on  time-tables 
of  such  divisions  train  order  signals  will  also  be  used  as  block  signals, 
see  Block  Signal  Rule  311. 

♦Angle  above  or  below  the  horizontal. 

222.  Operators  must  promptly  record  and  report  to 
the  train  dispatcher  the  time  of  departure  of  all  trains 
and  the  direction  of  extra  trains.  They  must  record 
the  time  of  arrival  of  trains  and  report  it  when  so 
directed. 

223.  The  following  signals  and  abbreviations  may 
be  used: 

Initials  for  signature  of  the  Division  Officers. 

Such  office  and  other  signals  as  are  arranged  by 
the  superintendent. 

C  &  E — for  Conductor  and  Engineman. 

C  &  M — for  Conductor  and  Motorman. 

X — Train  will  be  held  until  train  order  is  made 
“complete.” 

Com — for  Complete. 

O  S — Train  Report. 

No — for  Number. 

Eng — for  Engine. 

Sec — for  Section. 

Psgr — for  Passenger. 

Frt — for  Freight. 

Mins — for  Minutes. 

Jet — for  Junction. 

Dispr — for  Train  Dispatcher. 

Opr — for  Operator. 
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31  or  19 — to  clear  the  line  for  Train  Orders,  and 
for  Operators  to  ask  for  Train  Orders. 

S  D — for  “Stop  Displayed.” 

The  usual  abbreviations  for  the  names  of  the 
months  and  stations. 


FORMS  OF  TRAIN  ORDERS. 

Note. — In  the  forms  of  train  orders,  the  words  and  fig¬ 
ures  in  italics  are  examples,  indicating  the  manner  in 
which  the  orders  are  to  be  filled  out. 


A. 

Fixing  Meeting  Points  for  Opposing  Trains. 

(1.)  No  1  meet  No  2  at  B. 

No  3  meet  Second  k  at  B. 

No  5  meet  Extra  95  east  at  B. 

Extra  652  east  meet  Extra  231  west  at  B. 


(2.)  No  2  and  Second  1+  meet  Nos  1  and  3  at  C  and 
Extra  95  west  at  D  (and  so  on). 

No  1  meet  No  2  at  B  Second  1>  at  C  and  Extra  95 
east  at  D. 

Trains  receiving  these  orders  will  run  with  respect  to 
each  other  to  the  designated  points  and  there  meet  in 
the  manner  prescribed  by  the  Rules. 

B. 

Directing  a  Train  to  Pass  or  Run  Ahead  of  Another 

Train. 

(1.)  No  1  pass  No  3  at  K. 

Both  trains  will  run  according  to  rule  to  the 
designated  point  and  there  arrange  for  the  rear 
train  to  pass  promptly. 
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(2.)  No  6  pass  No  when  overtaken. 

Both  trains  will  run  according  to  rule  until  the 
second-named  train  is  overtaken  and  then  arrange 
for  the  rear  train  to  pass  promptly. 

(3.)  Extra  59i \  east  run  ahead  of  No  6  M  to  B. 

The  first-named  train  will  run  ahead  of  the 
second-named  train  between  the  points  designated. 


(4.)  Extra  95  west  run  ahead  of  No  3  B  until  over¬ 
taken. 

The  first-named  train  will  run  ahead  of  the 
second-named  train  from  the  designated  point 
until  overtaken,  and  then  arrange  for  the  rear 
train  to  pass  promptly. 


(5.)  No  1  pass  No  3  at  K  and  run  ahead  of  No  7  M 
to  Z. 


When  an  inferior  train  receives  an  order  to  pass  a 
superior  train,  right  is  conferred  to  run  ahead  of  the 
train  passed  from  the  designated  point.  Unless  some 
form  of  block  signals  is  used,  the  following  train  will 
run  with  caution,  looking  out  for  the  designated  train 
ahead  until  the  order  is  fulfilled. 

C 

Giving  Right  Over  an  Opposing  Train. 

(1.)  No  1  has  right  over  No  2  G  to  X. 

If  the  second-named  train  reaches  the  point  last 
named  before  the  other  arrives,  it  may  proceed, 
keeping  clear  of  the  opposing  train  as  many  min¬ 
utes  as  such  train  was  before  required  to  clear  it 
under  the  rules.  If  the  first-named  train  is  met 
between  the  designated  points,  the  conductor  of 
the  second-named  train  must  inform  it  of  his  arrival. 
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(2.)  Extra  37  east  has  right  over  No  3  F  to  A. 

The  regular  train  must  not  go  beyond  the  point 
last  named  until  the  extra  train  has  arrived,  unless 
directed  by  train  order  to  do  so. 


These  orders  give  right  to  the  train  first  named  over 
the  other  train  between  the  points  named.  If  the  trains 
meet  at  either  of  the  designated  points,  the  first-named 
train  must  take  the  siding,  unless  the  order  otherwise 
prescribes. 

E. 

Time  Orders. 

(1.)  No  1  run  50  mins  late  A  to  G. 

This  makes  the  schedule  time  of  the  train  named, 
between  the  stations  mentioned,  as  much  later  as 
stated  in  the  order,  and  any  other  train  receiving 
the  order  is  required  to  run  with  respect  to  this  later 
time,  as  before  required  to  run  with  respect  to  the 
regular  schedule  time.  The  time  in  the  order  should 
be  such  as  can  be  easily  added  to  the  schedule  time. 


(2.)  No  1  run  50  mins  late  A  to  G  and  20  mins  late 
G  to  K,  etc. 

This  makes  the  schedule  time  of  the  train  named 
between  the  stations  mentioned,  as  much  later  as 
stated  in  the  order,  and  any  other  train  receiving 
the  order  is  required  to  run  with  respect  to  this  later 
time  as  before  required  to  run  with  respect  to  the 
regular  schedule  time.  The  time  in  the  order  should 
be  such  as  can  be  easily  added  to  the  schedule  time. 


(3.)  No  1  wait  at  II  until  9  59  a  m  for  No  2. 

The  train  first  named  must  not  pass  the  desig¬ 
nated  point  .before  the  time  given,  unless  the  other 
train  has  arrived.  The  train  last  named  is  required 
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to  run  with  respect  to  the  time  specified,  at  the  des¬ 
ignated  point  or  any  intermediate  station  where 
schedule  time  is  earlier  than  the  time  specified  in  the 
order,  as  before  required  to  run  with  respect  to  the 
schedule  time  of  the  train  first  named. 


(4.)  Nos  1  and  3  wait  at  N  until  9  59  a  m 

P  until  10  30  a  m 
R  until  10  55  a  m  etc. 

The  train,  or  trains,  named  must  not  pass  the  des¬ 
ignated  points  before  the  times  given.  Other  trains 
receiving  the  order  are  required  to  run  with  respect 
to  the  time  specified  at  the  designated  points  or  any 
intermediate  station  where  schedule  time  is  earlier 
than  the  time  specified  in  the  order  as  before  required 
to  run  with  respect  to  the  schedule  time  of  the  train 
or  trains,  named. 

D- E. 

Time  Orders. 

(1.)  No  1  run  50  mins  late  A  to  G. 

This  makes  the  schedule  time  of  the  train  named, 
between  the  stations  mentioned,  as  much  later  as 
stated  in  the  order,  and  any  other  train  receiving  the 
order  is  required  to  run  with  respect  to  this  later 
time,  as  before  required  to  run  with  respect  to  the 
regular  schedule  time.  The  time  in  the  order  should 
be  such  as  can  be  easily  added  to  the  schedule  time. 


(2.)  No  1  run  50  mins  late  A  to  G  and  20  mins  late 
G  to  K  etc. 

This  makes  the  schedule  time  of  the  train  named, 
between  the  stations  mentioned,  as  much  later  as 
stated  in  the  order,  and  any  other  train  receiving  the 
order  is  required  to  run  with  respect  to  this  later 
time,  as  before  required  to  run  with  respect  to  the 
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regular  schedule  time.  The  time  in  the  order  should 
be  such  as  can  be  easily  added  to  the  schedule  time. 


(3.)  Nos  1  and  3  wait  at  N  until  9  59  a  m 

P  until  10  30  a  m 
R  until  10  55  a  m  etc. 

The  train,  or  trains,  named  must  not  pass  the 
designated  points  before  the  times  given.  Other 
trains  receiving  the  order  are  required  to  run  with 
respect  to  the  time  specified  at  the  designated  points 
or  any  intermediate  station  where  schedule  time  is 
earlier  than  the  time  specified  in  the  order  as  before 
required  to  run  with  respect  to  the  schedule  time  of 
the  train,  or  trains,  named. 


F. 

For  Sections. 

(1.)  Eng  20  display  signals  and  run  as  First  1  A  to  Z. 
To  be  used  when  the  number  of  the  engine  for 
which  signals  are  displayed  is  unknown,  and  is  to 
be  followed  by  (2),  both  being  single  order  examples. 


(2.)  Eng  25  run  as  Second  1  A  to  Z. 


(3.)  No  1  display  signals  A  to  G  for  Eng  65. 
Second  1  display  signals  B  to  E  for  Eng  99. 


(4.)  Engs  20  25  and  99  run  as  First  Second  and  Third 
1  A  to  Z. 


To  add  an  intermediate  section,  (5)  will  be  used. 
(5.)  Eng  85  display  signals  and  run  as  Second  1  A  to 
Z.  Following  sections  change  numbers  accord¬ 
ingly. 
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The  engine  named  will  display  signals  and  run 
as  directed,  and  following  sections  will  take  the  next 
higher  number. 


To  drop  an  intermediate  section,  (6)  will  be  used. 
(6.)  Eng  85  is  withdrawn  as  Second  1  at  H.  Following 
sections  change  numbers  accordingly. 

The  engine  named  will  drop  out  at  H,  and  fol¬ 
lowing  sections  will  take  the  next  lower  number. 


To  substitute  one  engine  for  another  on  a  sec¬ 
tion,  (7)  will  be  used. 

(7.)  Eng  18  instead  of  Eng  85  display  signals  and  run 
as  Second  1  R  to  Z. 

The  second-named  engine  will  drop  out  at  R, 
and  be  replaced  by  the  first-named  engine. 

If  the  second-named  engine  is  the  last  section, 
the  words  ‘  ‘display  signals  and”  will  be  omitted. 
Following  sections  need  not  be  addressed. 


To  discontinue  the  display  of  signals,  (8)  will  be 
used. 

(8.)  Second  1  take  down  signals  at  D. 

The  train  named  will  take  down  signals  as  directed, 
and  a  following  section  must  not  proceed  beyond 
the  designated  point. 


To  pass  one  section  by  another,  (9)  will  be  used. 
(9)  Engs  99  and  25  reverse  positions  as  Second  and 
Third  1  II  to  Z. 

Conductors  and  enginemen  of  the  trains  addressed 
will  exchange  orders  and  signals.  Following  sec¬ 
tions,  if  any,  need  not  be  addressed. 


Each  section  affected  by  these  orders  must  have  copies, 
and  must  arrange  signals  accordingly. 
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To  annul  a  section  for  which  signals  have  been  dis¬ 
played  over  a  division,  or  any  part  thereof,  when  no 
train  is  to  follow  the  signals,  Form  K  must  be  used. 

When  sections  are  run  to  an  intermediate  point  of  a 
schedule,  the  train  orders  must  specify  which  section  or 
sections  shall  assume  the  schedule  beyond  such  point. 


G. 

Extra  Trains. 

(1.)  Eng  99  run  extra  A  to  F. 

(2.)  Eng  99  run  extra  A  to  F  and  return  to  C. 

The  extra  must  go  to  F  before  returning  to  C. 


H. 

Work  Extra. 

(1.)  Eng  292  works  extra  6  1*5  a  m  until  5  1*5  p  m  be¬ 
tween  D  and  E. 

The  work  extra  must,  whether  standing  or  moving, 
protect  itself  against  extras  within  the  working 
limits  in  both  directions  as  prescribed  by  the  rules. 
The  time  of  regular  trains  must  be  cleared. 


This  may  be  modified  by  adding: 

(2.)  Not  protecting  against  eastward  extra  trains. 

The  work  extra  will  protect  only  against  west¬ 
ward  extra  trains.  The  time  of  regular  trains  must 
be  cleared. 


( 3 .)  Not  protecting  against  extra  trains. 

Protection  against  extra  trains  is  not  required. 
The  time  of  regular  trains  must  be  cleared. 


When  a  work  extra  has  been  instructed  by  order 
to  not  protect  against  extra  trains,  and  afterward, 

39 


it  is  desired  to  have  it  clear  the  track  for,  or  protect 
itself  after  a  certain  hour  against,  a  designated  extra, 
an  order  may  be  given  in  the  following  form: 

(4.)  Work  Extra  292  clears,  or  'protects  against.  Extra 
76  east  between  D  and  E  after  2  10  p  m. 

Extra  76  east  must  not  enter  the  working  limits 
before  2  10  p.m.,  and  will  then  run  expecting  to 
find  the  work  extra  clear  of  the  main  track,  or  pro¬ 
tecting  itself,  as  the  order  may  require. 


To  enable  a  work  extra  to  work  upon  the  time  of 
a  regular  train,  the  following  form  will  be  used : 

(5.)  Work  Extra  292  protects  against  No  55,  or  - 

class  trains,  between  D  and  E. 

The  work  extra  may  work  upon  the  time  of  the 
train  or  trains  mentioned  in  the  order,  and  must 
protect  itself  against  such  train  or  trains.  The 
regular  train  or  trains  receiving  the  order  will  run 
expecting  to  find  the  work  extra  protecting  itself. 


When  a  work  extra  is  to  be  given  exclusive  right 
over  all  trains  the  following  form  will  be  used: 

( 6 .)  Work  Extra  292  has  right  over  all  trains  between 
D  and  E  7  15  p  m  until  1  15  a  m. 

This  gives  the  work  extra  the  exclusive  right  between 
the  points  designated  between  the  times  named. 

Work  extras  must  give  way  to  all  trains  as  promptly 
as  practicable. 

Whenever  extra  trains  are  run  over  working  limits, 
they  must  be  given  a  copy  of  the  order  sent  to  the  work 
extra.  Should  the  working  order  instruct  a  work  extra 
to  not  protect  against  extra  trains  in  one  or  both  direc¬ 
tions,  extra  trains  must  protect  against  the  work  extra; 
if  the  order  indicates  that  the  work  extra  is  protecting 
itself  against  other  trains,  they  will  run  expecting  to 
find  the  work  extra  protecting  itself. 
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The  working  limits  should  be  as  short  as  practicable; 
to  be  changed  as  the  progress  of  the  work  may  require. 

D  H. 

Work  Extra. 

(1.)  Eng  292  works  extra  on  eastward  track,  or  both 
tracks,  6  k5  a  m  until  5  k5  p  m  between  D  and  E. 
The  work  extra  must,  whether  standing  or  moving, 
protect  itself  within  the  working  limits  against  extras 
moving  with  the  current  of  traffic  on  the  track  or 
tracks  named.  The  time  of  regular  trains  must  be 
cleared. 


This  form  may  be  modified  by  adding: 

(2.)  Not  protecting  against  extra  trains. 

Protection  against  extra  trains  is  not  required. 
The  time  of  regular  trains  must  be  cleared. 


To  enable  a  work  extra  to  work  upon  the  time  of 
a  regular  train,  the  following  form  may  be  used: 

(3.)  Work  extra  292  protects  against  No  55,  or - 

class  trains ,  between  D  and  E. 

The  work  extra  may  work  upon  the  time  of  the 
train  or  trains  mentioned  in  the  order  and  must 
protect  against  such  train  or  trains. 

The  regular  train  or  trains  receiving  the  order  will 
run  expecting  to  find  the  work  extra  protecting  itself. 

When  it  is  desired  to  move  a  train  against  the  cur¬ 
rent  of  traffic  over  the  working  Emits,  provision 
must  be  made  for  the  protection  of  such  movement. 

When  a  work  extra  is  to  be  given  exclusive  right 
over  all  trains,  the  following  form  will  be  used: 

(4.)  Work  extra  292  has  right  over  all  trains  on  eastward 
and  westward  tracks  between  G  and  H  7  01  p  m  until 
1  01  a  m. 
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This  gives  the  work  extra  the  exclusive  right  to 
the  track,  or  tracks,  mentioned  between  the  points 
designated  between  the  times  named. 


Work  extras  must  give  way  to  all  trains  as  promptly 
as  practicable. 

The  working  limits  should  be  as  short  as  practicable; 
to  be  changed  as  the  progress  of  the  work  may  require. 


J. 

Holding  Order. 

Hold  No  2. 

Hold  all ,  or  eastward ,  trains. 

When  a  train  has  been  so  held  it  must  not  proceed 
until  the  order  to  hold  is  annulled,  or  an  order  given 
to  the  operator  in  the  form: 

-  may  go. 

These  orders  will  be  addressed  to  the  operator  and 
acknowledged  in  the  usual  manner,  and  will  be  deliv¬ 
ered  to  conductors  and  enginemen  of  all  trains  affected. 

Form  J  will  be  used  only  when  necessary  to  hold  trains 
until  orders  can  be  given,  or  in  case  of  emergency. 


K. 

Annulling  a  Schedule  or  a  Section. 

No  1  due  to  leave  A  Feb  29th  is  annulled  A  to  Z. 
Second  5  due  to  leave  E  Feb  29th  is  annulled  E 
to  G. 

The  schedule  or  section  annulled  becomes  void  between 
the  points  named  and  cannot  be  restored. 

L. 

Annulling  an  Order. 

Order  No  10  is  annulled. 

If  an  order  which  is  to  be  annulled  has  not  been 
delivered  to  a  train,  the  annulling  order  will  be 
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addressed  to  the  operator,  who  will  destroy  all  copies 
of  the  order  annulling  but  his  own,  and  write  on 
that : 

Annulled  by  Order  No - . 


An  order  which  has  been  annulled  must  not  be  re* 
issued  under  its  original  number. 


M. 

Annulling  Part  of  an  Order. 

That  part  of  Order  No  10  reading  No  1  meet  No  2 
at  S  is  annulled. 


That  part  of  Order  No  12  reading  No  3  pass  No  1 
at  S  is  annulled. 

D- M. 

Annulling  Part  of  an  Order. 

That  part  of  Order  No  10  reading  Extra  263  west 
pass  No  1  at  S  is  annulled. 

That  part  of  Order  No  12  reading  No  3  pass  No  1 
at  S  is  annulled. 


P. 

Superseding  an  Order  or  a  Part  of  an  Order. 

This  order  will  be  given  by  adding  to  prescribed  forms 
the  words  “  instead  of - .” 

(1.)  No  1  meet  No  2  at  C  instead  of  B. 


(2.)  No  3  pass  No  1  at  D  instead  of  C. 


(3.)  No  1  has  right  over  No  2  G  to  R  instead  of  X. 
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(4.)  No  1  display  signals  for  Eng  85  A  to  Z  instead 
of  G. 

An  order  which  has  been  superseded  must  not  be 
reissued  under  its  original  number. 

When  a  train  is  directed  by  train  order  to  take  siding 
for  another  train,  such  instructions  apply  only  at  the 
point  named  in  that  order,  and  do  not  apply  to  the  super¬ 
seding  order  unless  so  specified. 


D- P. 

Superseding  an  Order  or  a  Part  of  an  Order. 

This  order  will  be  given  by  adding  to  prescribed  forms, 
the  words  “instead  of - .” 

(1.)  No  1  pass  No  3  at  C  instead  of  B. 


(2.)  No  1  display  signals  for  Eng  85  A  to  Z  instead  of  G 

An  order  which  has  been  superseded  must  not  be  re¬ 
issued  under  its  original  number. 

D- R. 

Providing  for  a  Movement  Against  the 
Current  of  Traffic. 

(1.)  No  1  has  right  over  opposing  trains  on  No  2t  or 

eastward ,  track  C  to  F. 

The  designated  train  must  use  the  track  specified 
between  the  points  named  and  has  right  over  op¬ 
posing  trains  on  that  track  between  those  points. 
Opposing  trains  must  not  leave  the  point  last  named 
until  the  designated  train  arrives. 

An  inferior  train  between  the  points  named  moving 
with  the  current  of  traffic  in  the  same  direction  as  the 
designated  train  must  receive  the  copy  of  the  order, 
and  may  then  proceed  on  its  schedule,  or  right. 
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This  order  may  be  modified  as  follows: 

(2.)  After  No  k  arrives  at  C  No  1  has  right  over  opposing 
trains  on  No  2,  or  eastward ,  track  C  to  F. 

The  train  to  be  moved  against  the  current  of 
traffic  must  not  leave  the  first-named  point  until 
the  arrival  of  the  first-named  train. 


A  train  must  not  be  moved  against  the  current  of  traffic 
until  the  track  on  -which  it  is  to  run  has  been  cleared  of 
opposing  trains. 

D- S. 

Providing  for  the  Use  of  a  Section  of  Double  Track 
as  Single  Track. 

No  1,  or  westward,  track  will  be  used  as  single 
track  between  F  and  G. 


If  it  is  desired  to  limit  the  time  for  such  use,  add 
from  1  01  p  m  to  3  01  p  m. 


All  trains  must  use  the  track  specified  between  the 
stations  named  and  will  be  governed  by  rules  for  single 
track. 

Trains  running  against  the  current  of  traffic  on  the 
track  named  must  be  clear  of  the  track  at  the  expiration 
of  the  time  named,  or  protected  as  prescribed  by  Rule  99. 
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RULES  GOVERNING  THE  MOVEMENT  OF 
TRAINS  WITH  THE  CURRENT  OF 
TRAFFIC  ON  TWO  OR  MORE 
TRACKS  BY  BLOCK 
SIGNALS. 

D- 251.  On  portions  of  the  road  so  specified  on  the 
time-table,  trains  will  run  with  the  current  of  traffic  by 
block  signals  whose  indications  will  supersede  time-table 
superiority. 

D- 252.  The  movement  of  trains  will  be  supervised  by 
the  superintendent  or  chief  dispatcher  who  will  issue 
instructions  to  signalmen  when  required. 

D- 253.  A  train  having  work  to  do  which  may  detain 
it  more  than  ten  minutes,  must  obtain  permission  from  the 
signalman  at  the  last  station  at  which  there  is  a  siding 
before  entering  the  block  in  which  work  is  to  be  done. 
The  signalman  must  obtain  authority  to  give  this  permis¬ 
sion  from  the  superintendent  or  chief  dispatcher. 

D- 254.  Except  as  affected  by  Rules  D-251  to  D- 253, 
all  Block  Signal  Rules  and  Train  Rules  remain  in  force. 
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See  Rule  221 -B 

(To  be  printed  on  white  paper.) 
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Standard  Train  Order  Blank  for  31  Order. 


FORM 

FORM 

31 

31 

Chicago,  Milwaukee  &  St.  Paul  Railway  Company 

TRAIN  ORDER  No.  10 

November  17 

19  15 

X  Initials  OpT.'y  _ 1  45A  M 


Conductor  and  Engineman  must  each  have  a  copy  of  this  order. 


Repeated  at  2  20  A M 

Conductor 

Engineman 

Train 

Made 

Time 

Opr. 

Jones 

Brown 

45 

Complete 

2  20a.m. 

Black 

• 

• 

(To  be  printed  on  yellow  paper.) 
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Standard  Train  Order  Blank  for  19  Order. 


To 

At 

X  Initials  Qpr., 

1  45  AM 

19 


19 


Chicago,  Milwaukee  &  St.  Paul  Railway  Company 


TRAIN  ORDER  No.  io 


November  17  1915 


Conductor  and  Engineman  must  each  have  a  dopy  of  this  order. 


Made  Complete  time  2  16  PM 

Black  Opr. 

(To  be  printed  on  green  paper.) 
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DIAGRAMS 

OF 

HAND,  FLAG  AND  LAMP 
SIGNALS 


Note. — The  hand,  or  a  flag,  moved  the  same  as  the 
lamp,  as  illustrated  in  the  following  diagrams,  gives 
the  same  indication. 


Stop — Swung  across  the  track. 

See  Rule  12  (a). 
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Reduce  Speed — Held  horizontally  at  arm’s 
length,  when  the  train  is  moving. 

See  Rule  12  (6). 


Proceed — Raised  and  lowered  vertically. 
See  Rule  12  (c). 
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Back — Swung  vertically  in  a  circle  at  half  arm’s 
length  across  the  track,  when  the  train  is  standing. 
See  Rules  12  ( d )  and  14  (k). 


Train  Has  Parted — Swung  vertically  in  a  circle  at 
arm’s  length  across  the  track,  when  train  is  running. 
See  Rules  12  (e)  and  14  (/). 
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Apply  Air  Brakes — Swung  horizontally  above 
the  head,  when  the  train  i3  standing. 

See  Rule  12  (/). 


Release  Air  Brakes — Held  at  arm’s  length  above 
the  head  when  the  train  is  standing. 

See  Rule  12  (y). 
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DIAGRAMS 

OF 

TRAIN  SIGNALS 


NOTES 

The  diagrams  are  intended  to  illustrate  the  general 
location  of  the  train  signals,  not  the  exact  manner  in 
which  they  are  to  he  attached. 

Combination  lamps  with  four  illuminated  colored 
faces  are  represented  in  the  diagrams. 
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ENGINE  RUNNING  FORWARD  BY  DAY  DISPLAYING  ENGINE  RUNNING  FORWARD  AT  NIGHT  DISPLAYING 

SIGNALS  FOR  A  FOLLOWING  SECTION.  SIGNALS  FOR  A  FOLLOWING  SECTION. 

Green  flags  at  A  A.  Green  lights  and  green  flags  at  A  A. 

See  Rule  20.  See  Rule  20- 
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ENGINE  RUNNING  BACKWARD  BY  NIGHT  WITHOUT  CARS  OR 
AT  THE  FRONT  OF  A  TRAIN  PULLING  CARS 

White  light  at  A.  See  Rules  17  and  D- 17. 
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REAR  OF  TRAIN  BY  DAY 

Marker  lamps  not  lighted  at  A  A,  as  mark' 
ers.  See  Rules  19,  19b,  and  D-19. 
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White  light  on  front  of  leading  car.  White  light  on  front  of  leading  car. 
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Lights  at  A.  A.  showing  green  to  front  and  side  and  green  to  the  rear  on  the  side  next 
to  the  main  track  on  which  the  current  of  traffic  is  in  the  direction  the  train  is  moving 
and  red  to  the  rear  on  the  opposite  side,  as  per  Rule  Z)-19. 


THE  STANDARD  CODE 

OF 

Block  Signal  Rules 


DEFINITIONS. 

Block. — A  length  of  track  of  defined  limits,  the  use 
of  which  by  trains  is  governed  by  block  signals. 

Block  Station. — A  place  from  which  block  signals 
are  operated. 

Fixed  Signals. — A  signal  of  fixed  location,  indicating 
a  condition  affecting  the  movement  of  a  train. 

Block  Signal. — A  fixed  signal  governing  the  use  of 
a  block. 

Home  Block  Signal. — A  fixed  signal  at  the  entrance 
of  a  block  to  govern  trains  in  entering  and  using  that 
block. 

Distant  Block  Signal. — A  fixed  signal  used  in  con¬ 
nection  with  a  Home  Block  Signal  to  govern  the 
approach  thereto. 

Block  System. — A  series  of  consecutive  blocks. 

Manual  Block  System. — A  series  of  consecutive 
blocks,  governed  by  block  signals  operated  manually, 
upon  information  by  telegraph,  telephone  or  other 
means  of  communication. 

Automatic  Block  System. — A  series  of  consecutive 
blocks  governed  by  block  signals  operated  by  electric, 
pneumatic  or  other  agency  actuated  by  a  train,  or  by 
certain  conditions  affecting  the  use  of  a  block. 
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MANUAL  BLOCK  SYSTEM. 

RULES. 

The  following  signals  will  appear  where  conditions 
require  their  use. 

The  indications  are  given  by  the  position  of  the 
arm;  by  lights  of  prescribed  color;  or  by  both. 

For  less  than  three  tracks,  signals  for  trains  in 
each  direction  may  be  on  the  same  signal  mast. 

Semaphore  arms  that  govern,  are  displayed  to  the 
right  of  the  signal  mast  as  seen  from  an  approaching 
train. 
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301-THREE  POSITION  30  E -TWO  POSITION  HO  ME 
BLOCK  SIGNALS  BLOCK  SIGNALS 


Name  STOP  SIGNAL 


Indication:  PROCEED  WITH  CAUTION  PREPARED  TO 
STOP  SHORT  OF  TRAIN  OR  OBSTRUCTION 
Name:  PERMISSIVE  SIGNAL 
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303-TWO  POSITION  DISTANT  BLOCK  SIGNALS 


3C3-J 


Indication*.  APPROACH  home  signal  with  CAUTION 
•Name.*.  CAUTION  SIGNAL 


jjli  WHITE 


Indication'.  "PROCEED 
Name-.  CLEAR  SIGNAL 
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305.  Block  signals  govern  the  use  of  the  blocks, 
but,  unless  otherwise  provided,  do  not  supersede  the 
superiority  of  trains;  nor  dispense  with  the  use  or 
the  observance  of  other  signals  whenever  and  where- 
ever  they  may  be  required. 

306.  When  a  block  station  is  open  at  an  irregular 
hour,  trains  must  be  notified  by  train  order  or  by 
special  instructions,  and  special  precautions  must  be 
taken  to  call  the  attention  of  trains  approaching  such 
block  station  to  the  indications  of  the  block  signals. 

SIGNALMEN. 

311.  The  normal  indication  of  Home  Block  Signals 
— Stop;  of  Distant  Block  Signals — Caution. 

312.  Signals  must  be  operated  carefully  and  with  a 
uniform  movement.  If  a  signal  fails  to  work  properly 
its  operation  must  be  discontinued  and  the  signal 
secured  so  as  to  display  its  most  restrictive  indication 
until  repaired. 

313.  Signalmen  must  observe,  as  far  as  practicable, 
whether  the  indications  of  the  signals  correspond  with 
the  positions  of  the  levers. 

314.  Signalmen  must  not  make  nor  permit  any 
unauthorized  repairs,  alterations  or  additions  to  the 
apparatus. 

315.  A  Block  record  must  be  kept  at  each  Block 
Station  on  the  prescribed  form,  beginning  at  12:01 
A.  M.,  daily,  showing  the  time  all  trains  enter  and 
clear  the  block,  communicating  code  signals,  and  the 
time  they  are  given  and  received. 

When  a  train  is  passed  by  another,  at  any  station, 
it  must  be  re-entered  upon  the  block  record.  The 
last  train  entering  a  block  must  be  the  last  recorded. 

316.  COMMUNICATING  CODE. 

1 — Display  Stop-signal. 

13 — I  understand. 
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17 — Display  Stop-signal.  Train  following. 

2 —  Block  clear. 

3 —  Block  wanted  for  train  other  than  pas¬ 

senger. 

36 — Block  wanted  for  passenger  train. 

4 —  Train  other  than  passenger  has  entered 

block. 

46 — Passenger  train  has  entered  block. 

5 —  Block  is  not  clear  of  train  other  than  pas¬ 

senger. 

56 — Block  is  not  clear  of  passenger  train. 

7 —  Train  following. 

8 —  Opening  block  station.  Answer  by  record 

of  trains  in  the  extended  block. 

9 —  Closing  block  station.  Answer  by  13. 

When  two  or  more  tracks  are  used  in  the  same 

direction,  signalmen  in  using  the  communicating  code 
must  also  specify  the  track. 

317-B.  To  admit  a  train  to  a  block,  the  signalman 
must  examine  the  block  record,  and,  if  the  block  is 

clear,  give  “1  for  - ”  to  the  next  block  station  in 

advance.  The  signalman  receiving  this  signal,  if  the 
block  is  clear,  must  display  the  Stop-signal  to  oppos¬ 
ing  trains  and  reply  “2  for - .”  If  the  block  is  not 

clear,  he  must  reply  “5  of - ,”  or  “56  of - .”  The 

signalman  at  the  entrance  of  the  block  must  then 
display  the  proper  signal  indication. 

A  train  must  not  be  admitted  to  a  block  which  is 
occupied  by  an  opposing  train  or  by  a  passenger  train, 
except  as  provided  in  Rule  332  or  by  train  order. 

To  permit  a  train  to  follow  a  train  other  than  a 
passenger  train  into  a  block,  the  signalman  must  give 

“17  for  - ”  to  the  next  block  station  in  advance. 

The  signalman  receiving  this  signal,  if  there  is  no 

passenger  train  in  the  block,  must  reply  “5  of - 13 

for  - The  approaching  train  will  then  be  ad- 
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mitted  to  the  block  under  permissive  signal,  or  with 
permissive  card  (Form  C),  when  so  directed  by  the 
train  dispatcher. 

Note  to  Rule  317-B. — Rule  317-B  is  for  opposing  and 
following  movements  on  the  same  track. 

317-C.  To  admit  a  train  to  a  block  to  meet  opposing 
trains  at  a  closed  block  station  or  a  siding  between 
two  open  block  stations,  by  train  order,  the  signalman 
must  examine  the  block  record,  and  if  the  block  is 
clear  of  all  but  the  train  or  trains  to  be  met,  give 

“1”  for  -  except -  to  the  next  block  station  in 

advance. 

The  signalman  receiving  this  signal,  if  there  is  no 
train  in  the  block  except  the  train  or  trains  to  be  met, 

must  reply  “13”  for - except - .  The  signalman 

at  the  entrance  of  the  block,  must  then  display  stop 
indication. 

The  approaching  train  will  then  be  admitted  to  the 
block  with  a  clearance  card  (Form  A),  reading,  “Stop 

signal  is  displayed  for - to  meet - as  per  order 

No.  - .  Block  clear  except  - .” 

The  authority  of  signalman  for  the  issuance  of  such 
clearance  will  be  the  receipt  of  a  copy  of  the  order  to 
be  repeated  and  signed  by  them  and  completed  by  the 
train  dispatcher. 

317-D.  To  admit  a  train  awaiting  the  arrival  of 
an  opposing  train  or  trains  to  a  block,  the  signal¬ 
man  must  examine  the  block  record  and  if  the  block 
is  clear  of  all  but  the  expected  train  or  trains  give 

“1”  for  -  except  -  to  the  next  block  station 

in  advance. 

The  signalman  receiving  this  signal,  if  the  block  is 
clear  of  all  but  the  train  or  trains  to  be  met  must 

reply  “13”  for  -  except  - .  The  signalman  at 

the  entrance  of  the  block  must  then  display  the 
proper  signal  indication. 
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The  train  may  then  be  given  clearance  card  (Form 

A),  reading,  “Stop  signal  is  displayed  for  -  to 

meet - .  Block  clear  except - 

318- B.  To  admit  a  train  to  a  block,  the  signalman 
must  examine  the  block  record,  and,  if  the  block  is 

not  occupied  by  a  passenger  train,  give  “3  for - ,” 

or  “36  for - ,”  to  the  next  block  station  in  advance. 

The  signalman  receiving  this  signal,  if  the  block  is 

clear,  must  reply  “2  for  - .”  If  the  block  is  not 

clear,  he  must  reply  “5  of - or  “56  of - The 

signalman  at  the  entrance  of  the  block  must  then  dis¬ 
play  the  proper  signal  indication. 

A  train  must  not  be  admitted  to  a  block  which  is 
occupied  by  a  passenger  train,  except  as  provided  in 
Rule  332  or  by  train  order. 

A  train  may  be  permitted  to  follow  a  train  other 
than  a  passenger  train  into  a  block  under  permissive 
signal  or  with  permissive  card  (Form  C),  when  so 
directed  by  the  train  dispatcher. 

Note  to  Rule  318-B. — Rule  318-B  is  for  use  on  double 
track.  Rule  317-B  will  apply  when-  trains  are  run  against 
the  current  of  traffic. 

319.  When  a  train  enters  a  block,  the  signalman 

must  give  “4  - ,”  or  “46 - ”  and  the  time,  to  the 

next  block  station  in  advance,  and  when  the  train  has 
passed  the  Home  Block  Signal  and  the  signalman  has 
seen  the  markers  he  must  display  the  Stop-signal,  and 
when  the  rear  of  the  train  has  passed  300  feet  beyond 
the  Home  Block  Signal,  he  must  give  the  record  of  the 
train  to  the  next  block  station  in  the  rear. 

This  information  must  be  entered  on  the  block 
records. 

319- A.  When  a  train  other  than  a  passenger  train 
is  inside  the  outer  switches  at  certain  block  stations, 
indicated  by  time  table,  it  may  be  reported  as  arrived, 
provided  the  operator  has  seen  the  markers  or  has 
been  notified  by  the  conductor  that  all  of  his  train'  is 


inside  the  switches.  Following  trains  may  be  given 
a  clear  signal,  except  that  if  a  passenger  train  is  to 
enter  the  block  it  must  have  a  Permissive  Card 
(Form  C). 

320.  Unless  otherwise  provided,  signalmen  must 
not  ask  for  the  block  until  they  have  received  a  re¬ 
port  of  the  train  from  the  next  block  station  in  the 
rear. 

321.  Signalmen  must  observe  all  passing  trains 
and  note  whether  they  are  complete  and  in  order, 
and  the  markers  properly  displayed. 

322.  Should  a  train  pass  a  block  station  with  any 
indication  of  conditions  endangering  the  train,  or  a 
train  on  another  track,  the  signalman  must  im¬ 
mediately  notify  the  signalman  at  the  next  block  sta¬ 
tion  in  advance,  and  each  must  display  Stop-signals 
to  all  trains  that  may  be  affected,  and  must  not  per¬ 
mit  any  train  to  proceed  until  it  is  knowm  that  its 
track  is  not  obstructed. 

323.  Should  a  train  pass  a  block  station  without 
markers,  the  signalman  must  notify  the  signalman  at 
the  next  block  station  in  each  direction,  and  must  not 
report  that  train  clear  of  the  block  until  he  has  ascer¬ 
tained  that  the  train  is  complete. 

324.  Should  a  train  pass  a  block  station  in  two  or 
more  parts,  the  signalman  must  stop  all  trains  moving 
in  the  same  direction  and  notify  the  signalman  at  the 
next  block  station  in  advance.  A  signalman  having 
received  this  notice  must  stop  all  trains  moving  in  the 
opposite  direction.  The  Stop-signal  must  not  be  dis¬ 
played  to  the  engineman  of  the  parted  train  if  the 
•train  can  be  admitted  to  the  block  in  advance  under 
Block  Signal  Rules;  but  the  Train-parted  Signal  must 
be  given.  Should  a  train  in  either  direction  be 
stopped,  it  may  be  permitted  to  proceed  when  it  is 
known  that  its  track  is  not  obstructed. 
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325.  A  signalman  informed  of  any  obstruction  in  a 
block  must  immediately  notify  the  signalman  at  the 
other  end  of  the  block  and  each  must  display  Stop- 
signals  to  all  trains  that  may  be  affected  and  must 
not  permit  any  train  to  proceed  until  it  is  known  that 
its  track  is  not  obstructed. 

326.  When  a  train  takes  a  siding  the  signalman 
must  know  that  it  is  clear  of  the  block  before  giving 
2  or  displaying  a  Clear-signal  for  that  block. 

The  signalman  must  obtain  control  of  the  block 
before  permitting  a  train  on  a  siding  to  re-enter  the 
•block. 

327.  To  permit  a  train  to  cross  over  or  return,  un¬ 
less  otherwise  provided,  the  signalman  must  examine 
the  block  record,  and  if  all  the  blocks  affected  are 
clear  of  approaching  trains  he  must  arrange  with  the 
signalman  at  the  next  block  station  in  each  direction 

I  to  protect  the  movement,  and  when  the  proper  signals 
have  been  displayed  permission  may  be  given.  Until 
the  block  is  clear  no  train  must  be  admitted  in  the 
direction  of  the  cross-over  switches  except  under  Per¬ 
missive-signal  or  with  Permissive  Card  (Form  C). 

Ii  All  cross-over  movements  must  be  entered  on  the 
block  records. 

328.  When  coupled  trains  are  separated,  as  pre¬ 
scribed  by  Rule  364,  the  signalman  must  regard  each 
portion  as  an  independent  train. 

329.  If  necessary  to  stop  a  train  for  which  a  Clear 
or  Permissive  Home  Block  Signal  has  been  displayed 
and  accepted,  the  signalman  must  give  hand  signals 
in  addition  to  displaying  the  Stop-signal. 

330.  A  signalman  having  train  orders  for  a  train 
must  display  the  block  signal  at  Stop.  He  may  permit 
trains  so  stopped  to  proceed  under  Block  Signal  Rules 
after  complying  with  Rules  for  Movement  by  Train 
Orders. 
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331-B.  If,  from  the  failure  of  block  signal  appara¬ 
tus,  the  block  signal  cannot  be  changed  from  the 'nor¬ 
mal  indication,  a  signalman  having  information  from 
the  signalman  at  the  next  block  station  in  advance 
that  the  block  is  clear,  may  admit  a  train  to  the  block 
by  the  use  of  Clearance  Card  (Form  A). 

If  the  block  is  occupied  by  a  train,  other  than  an 
opposing  train  or  a  passenger  train,  the  signalman 
may  admit  a  following  train  by  the  use  of  Permissive 
Card  (Form  C). 

332.  If,  from  any  cause,  a  signalman  is  unable  to 
communicate  with  the  next  block  station  in  advance, 
he  must  stop  all  trains  approaching  in  that  direction. 
Should  no  cause  for  detaining  a  train  be  known,  it 
may  then  be  permitted  to  proceed  with  Caution  Card 
(Form  B),  provided  ten  minutes  have  elapsed  since 
the  passage  of  the  last  preceding  train. 

333.  Signalmen  must  have  the  proper  appliances 
for  hand  signaling  ready  for  immediate  use.  Hand 
signals  must  not  be  used  when  the  proper  indication 
can  be  displayed  by  the  block  signals,  except  as  pre¬ 
scribed  by  Rule  329  or  343.  When  hand  signals  are 
necessary  they  must  be  given  from  such  a  place  and 
in  such  a  way  that  there  can  be  no  misunderstanding 
on  the  part  of  enginemen  or  trainmen  as  to  the  sig¬ 
nals,  or  as  to  the  train  or  engine  for  which  they 
are  given. 

Note  to  Rule  333. — Hand  signaling  includes  the  use  of 
lamp,  flag,  torpedo  and  fusee  signals. 

334.  Block  signals  for  a  track  apply  only  to  trains 
moving  with  the  current  of  traffic  on  that  track.  Sig¬ 
nalmen  will  use  train  order  signal  for  blocking  trains 
moving  against  the  current  of  traffic. 

335.  Signalmen  will  be  held  responsible  for  the 
care  of  the  block  station,  lamps  and  supplies;  and, 
unless  otherwise  provided,  of  the  signal  apparatus. 
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336.  Lights  in  block  stations  must  be  so  placed 
that  they  cannot  be  seen  from  approaching  trains. 

337.  Lights  must  be  used  upon  all  block  signals 
from  sunset  to  sunrise  and  whenever  the  signal  indi¬ 
cations  cannot  be  clearly  seen  without  them. 

338.  If  a  train  overruns  a  Stop-signal,  the  fact 
must  be  reported  to  the  chief  dispatcher. 

339.  If  a  Stop-signal  is  disregarded,  the  fact  must 
be  reported  to  the  next  block  station  in  advance  and 
then  to  the  chief  dispatcher. 

340.  To  open  a  block  station  the  signalman  must 
give  8  to  the  next  block  station  in  each  direction  and 
record  the  trains  that  are  in  the  extended  block.  He 
must  then  display  the  normal  signal  indication  and 
notify  the  next  block  station  in  each  direction  that 
the  'block  station  is  open. 

When  trains,  which  were  in  the  extended  block 
when  the  block  station  was  opened  and  which  had 
passed  his  block  station  before  it  was  opened,  clear 
the  block  in  advance  he  must  repeat  the  record  to  the 
block  station  in  the  rear. 

341.  A  block  station  must  not  be  closed  except 
upon  authority  of  the  train  dispatcher. 

342.  Unless  otherwise  provided,  a  block  station 
must  not  be  closed  until  the  block  in  each  direction 
Is  clear  of  all  trains. 

To  close  a  block  station,  the  signalman  must  give 
9  to  the  next  block  station  in  each  direction,  and 
when  he  receives  13  enter  it  on  his  block  record,  with 
the  time  it  is  received  from  each  block  station. 

The  block  signals  must  then  be  placed  at  clear,  all 
lights  extinguished  and  the  block  wires  arranged  to 
work  through  the  closed  block  station. 

343.  When  a  block  station  is  open  at  an  irregular 
hour,  signalmen  must  use  hand  signals,  in  addition  to 


76 


block  signals,  to  give  the  required  indications  until  all 
trains  have  passed  which  have  not  been  notified  by 
train  order  or  by  special  instructions  that  the  block 
station  is  open.  Signalmen  must  take  special  pre¬ 
cautions  to  call  the  attention  of  trains  approaching 
the  block  station  to  the  indications  of  the  block 
signals. 

344.  Signalmen  must  not  permit  unauthorized  per¬ 
sons  to  enter  the  block  station. 

ENQINEMEN  AND  TRAINMEN. 

361.  Block  signals  for  a  track  apply  only  to  trains 
moving  with  the  current  of  traffic  on  that  track. 
Train  order  signals  will  be  used  for  blocking  trains 
moving  against  the  current  of  traffic. 

362.  Trains  must  not  pass  a  Stop-signal  without 
receiving  Clearance  Card  (Form  A),  Caution  Card 
(Form  B),  Permissive  Card  (Form  C),  or  a  train 
order  authorizing  them  to  do  so. 

362-A.  A  train  may  pass  a  block  signal  at  stop  to 
make  a  station  stop,  to  take  fuel  or  water,  or  to  enter 
the  siding  in  advance  of  the  signal,  provided  the  track 
is  known  to  be  clear,  and  under  protection  as  pre¬ 
scribed  by  Rule  99. 

363.  Trains  must  not  proceed  on  hand  signals  as 
against  block  signals. 

364.  Unless  otherwise  directed,  when  two  or  more 
trains  have  been  coupled  and  so  move  past  any  block 
station,  they  must  be  separated  only  at  a  block  station 
and  the  signalman  notified. 

365.  When  a  train  takes  a  siding  it  must  not  again 
enter  the  block  without  the  permission  of  the  signal¬ 
man. 

A  train  having  passed  beyond  the  limits  of  a  block 
must  not  back  into  that  block  without  permission 
from  the  signalman. 
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365-A.  Trains  must  not  go  to  a  closed  block  station 
or  a  siding  between  two  open  block  stations  to  meet 
a  train  or  trains  without  a  train  order,  and  in  addition 
will  receive  Clearance  Card  (Form  A),  at  the  nearest 
open  block  station  reading,  “Stop-signal  is  displayed 

for  -  to  meet  -  as  per  order  No.  - .  Block 

clear  except  - 

365-B.  Trains  must  not  go  to  a  closed  block  sta¬ 
tion  or  a  siding  between  two  open  block  stations  to 
be  passed  by  other  trains  without  a  train' order. 

366.  Unless  otherwise  provided,  when  it  is  neces¬ 
sary  for  a  train  to  cross  over,  the  signalman  must  be 
notified  and  permission  obtained  before  crossing  over 
or  returning. 

367.  The  engineman  of  a  train  which  has  parted 
must  sound  the  whistle  signal  for  Train-parted  when 
approaching  a  block  station. 

368.  An  engineman  receiving  a  Train-parted  signal 
from  a  signalman  must  answer  by  the  whistle  signal 
for  Train-parted. 

369.  When  a  parted  train  is  recoupled  the  signal¬ 
man  must  be  notified. 

370.  If  there  is  an  obstruction  between  block  sta¬ 
tions  notice  must  be  given  to  the  nearest  signalman. 

371.  If  a  train  is  stopped  by  a  block  signal  the  con¬ 
ductor  and  engineman  must  immediately  ascertain 
the  cause. 

372.  Conductors  must  report  to  the  chief  dis¬ 
patcher  any  unusual  detention  at  block  stations. 

373.  A  block  station  must  not  be  considered  as 
closed,  except  as  provided  for  by  time-table  or  spe¬ 
cial  instructions. 
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(To  be  printed  on  green  paper.) 
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signalman  permission  to  proceed. 


CHICAGO,  MILWAUKEE  &  ST.  PAUL  RAILWAY  COMPANY. 


(To  be  printed  on  pink  paper.) 
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AUTOMATIC  BLOCK  SYSTEM 

RULES. 


The  following  signals  will  appear  where  conditions 
require  their  use. 

The  indications  are  given  by  the  positions  of  the 
arm;  by  lights  of  prescribed  color,  or  by  both. 

Except  in  special  cases,  signals  are  located  over 
or  upon  the  right  of  and  adjoining  the  track  to  which 
they  refer. 

Semaphore  arms  that  govern,  are  displayed  to  the 
right  of  the  signal  mast  as  seen  from  an  approaching 
train. 
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501-THREE  POGITION 
BLOCK  SIGNALS 


50E-TW0  POGITION  HOME 
BLOCK  SIGNALS 


Indication:  STOP  then  PROCEED 
Name:  STOP  and  PROCEED  SIGNAL 


Indication:  APPROACH  next  signal  PREPARED  to  5TOP 
Marne:  APPROACH  SIGNAL 


.soi-c 


'white 


Indication:  PROCEED 
Name:  CLEAR  SICMAL 


503-TWO  POSITION  DISTANT  BLOCK.  SIGNALS 


503- J 


Indication:  APPROACH  home,  signal  with  CAUTION 
Name:  CAUTION  SIGNAL 


Nome*. 


'  jj§WHlTE 

l 

PROCEED 

CLEAR  SIGNAL 
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COG.  Block  signals  govern  the  use  of  the  blocks, 
but,  unless  otherwise  provided,  do  not  supersede  the 
superiority  of  trains;  nor  dispense  with  the  use  or  the 
observance  of  other  signals  whenever  and  wherever 
they  may  be  required. 

505-A.  A  signal  used  as  an  automatic  block  signal 
only  is  distinguished  by  number  plate. 

505-B.  Signals  operating  automatically,  when  so 
designated  on  the  time  table  or  by  special  instruc¬ 
tions,  may  also  be  used  as  train  order  signals,  and  all 
rules  relating  to  train  order  signals  will  apply  to 
them.  When  a  clearance  is  given  on  such  a  signal 
it  will  not  modify  its  indication  as  an  automatic  sig¬ 
nal.  Such  signals  have  no  number  plates  and  may  be 
indicated  by  a  plate  reading  “train  order  signal.” 

506.  Lights  must  be  used  upon  all  block  signals 
from  sunset  to  sunrise  and  whenever  the  signal  indi¬ 
cations  cannot  be  clearly  seen  without  them. 

ENGINEMEN  AND  TRAINMEN. 

508.  Block  signals  for  a  track  apply  only  to  trains 
moving  with  the  current  of  traffic  on  that  track. 

509-A.  When  a  train  is  stopped  by  a  Stop  and  Pro- 
ceed-Signal,  it  may  proceed: 

(A)  On  single  track,  when  preceded  by  a  flagman, 
to  the  next  signal  displaying  a  Proceed  indication  or 
until  such  Proceed  indication  is  in  plain  view  and  the 
track  ahead  is  seen  to  be  clear,  or  when  authorized 
by  the  train  dispatcher,  and  at  slow  speed,  expecting 
to  find  a  broken  rail,  obstruction,  or  switch  not 
properly  set. 

(B)  On  two  or  more  tracks,  at  once,  at  slow  speed, 
expecting  to  find  a  train  in  the  block,  broken  rail, 
obstruction,  or  switch  not  properly  set. 

510.  When  a  train  is  stopped  by  a  block  signal 
which  is  evidently  out  of  order,  and  not  so  indicated, 
the  fact  must  be  reported  to  the  chief  dispatcher. 
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511.  Both  switches  of  a  cross-over  must  be  open 
before  a  train  starts  to  make  a  cross-over  movement, 
and  the  movement  must  be  completed  before  either 
switch  is  restored  to  normal  position. 

512.  Where  switch  indicators  are  used,  the  indica¬ 
tions  displayed  do  not  relieve  enginemen  and  train¬ 
men  from  protecting  their  train  as  required  by  the 
rules. 

512-A.  Engines  or  cars  standing  on  sidings  must 
be  kept  clear  of  the  fouling  point.  If  it  is  desired  to 
move  a  train  to  the  main  track  it  must  stay  clear  of 
the  fouling  point  until  the  switch  is  thrown. 

INTERLOCKING  RULES. 

DEFINITIONS. 

Interlocking. — An  arrangement  of  switch,  lock  and 
signal  appliances  so  interconnected  that  their  move¬ 
ments  must  succeed  each  other  in  a  pre-determined 
order. 

Interlocking  Plant. — An  assemblage  of  switch,  lock 
and  signal  appliances,  interlocked. 

Interlocking  Station. — A  place  from  which  an  in¬ 
terlocking  plant  is  operated. 

Fixed  Signal. — A  signal  of  fixed  location  indicating 
a  condition  affecting  the  movement  of  a  train. 

Interlocking  Signals. — The  fixed  signals  of  an  in¬ 
terlocking  plant. 

Home  Signal. — A  fixed  signal  at  the  entrance  of  a 
route  or  block  to  govern  trains  in  entering  and  using 
said  route  or  block. 

Distant  Signal. — A  fixed  signal  used  in  connection 
with  one  or  more  home  signals  to  govern  the  approach 
thereto. 

Dwarf  Signal. — A  low  home  signal. 
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RULES 

The  following  signals  will  appear  where  conditions 
require  their  use. 

The  indications  are  given  by  the  position  of  the 
arm  or  arms;  by  lights  of  prescribed  color;  or  by  both. 

Except  in  special  cases,  signals  are  located  over  or 
upon  the  right  of  and  adjoining  the  track  to  which 
they  refer. 
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Indication;  APPROACH  next  signal  PREPARED 
Name:  APPROACH  SIGNAL 


Name:  CLEAR  SIGNAL 
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POSITION  HOME  SIGNALS 
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603- TWO  POSITION  DISTANT  SIGNALS 


Indication  .  APPROACH  home  signal  with  CAUTION 
Name:  CAUTION  SIGNAL 


Name  -. 


PROCEED 
CLEAR.  SIGNAL 
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605.  Interlocking  signals  govern  the  use  of  the 
routes  of  an  interlocking  plant,  and  as  to  movements 
within  Home  Signal  limits,  their  indications  super¬ 
sede  the  superiority  of  trains,  but  do  not  dispense 
with  the  use  or  the  observance  of  other  signals  when¬ 
ever  and  wherever  they  may  be  required. 

SIGNALMEN. 

611.  The  normal  indication  of  Home  Signals — 
Stop;  of  Distant  Signals — Caution. 

612.  Levers,  or  other  operating  appliances,  must 
be  used  only  by  those  charged  with  that  duty  and  as 
directed  by  the  rules. 

613.  When  the  route  is  set  the  signals  must  be 
operated  sufficiently  in  advance  of  approaching  trains 
to  avoid  delay. 

614.  Signals  must  be  restored  so  as  to  display  their 
most  restrictive  indication  as  soon  as  the  train  or 
engine  for  which  they  were  cleared  has  passed. 

615.  If  necessary  to  change  any  route  for  which 
the  signals  have  been  cleared  for  an  approaching 
train  or  engine,  switches  must  not  be  changed  or  sig¬ 
nals  cleared  for  any  conflicting  route  until  the  train 
or  engine,  for  which  the  signals  were  first  cleared, 
has  stopped. 

616.  A  switch,  or  lock,  must  not  be  moved  when 
any  portion  of  a  train  or  an  engine  is  standing  on  or 
closely  approaching  the  switch,  detector  bar  or 
circuit. 

.  / 

617.  Levers  must  be  operated  carefully  and  with  a 
uniform  movement.  If  any  irregularity,  indicating 
disarranged  connections,  is  detected  in  their  working, 
the  signals  must  be  restored  so  as  to  display  their 
most  restrictive  indication  and  the  connections  ex¬ 
amined. 
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618.  During  cold  weather  the  levers  must  be 
moved  as  often  as  may  be  necessary  to  keep  connec¬ 
tions  from  freezing. 

619.  During  storms  or  while  snow  or  sand  is  drift¬ 
ing  special  care  must  be  used  in  operating  switches. 
If  the  force  whose  duty  it  is  to  keep  the  switches 
clear  is  not  on  hand  promptly  when  required,  the  fact 
must  be  reported  to  the  superintendent. 

620.  If  a  signal  fails  to  work  properly  its  operation 
must  be  discontinued  and  until  repaired  the  signal 
secured  so  as  to  display  its  most  restrictive  indication. 

621.  Signalmen  must  observe,  as  far  as  practicable, 
whether  the  indications  of  the  signals  correspond 
with  the  positions  of  the  levers. 

622.  Signalmen  must  not  make  nor  permit  any  un¬ 
authorized  repairs,  alterations  or  additions  to  the 
plant. 

Any  defects  in  the  interlocking  plant  must  be 
promptly  reported  to  the  chief  dispatcher  and  signal 
supervisor. 

623.  If  there  is  a  derailment  or  if  a  switch  is  run 
through,  or  if  any  damage  occurs  to  the  track  or  in¬ 
terlocking  plant,  the  signals  must  be  restored  so  as  to 
display  their  most  restrictive  indication,  and  no  train 
or  switching  movement  permitted  until  all  parts  of 
the  interlocking  plant  and  track  liable  to  consequent 
injury  have  been  examined  and  are  known  to  be  in 
a  safe  condition. 

624.  If  necessary  to  disconnect  a  switch,  derail, 
detector  bar,  or  its  equivalent,  or  a  lock,  all  switches 
or  derails  affected  must  be  safely  secured. 

625.  When  switches  or  signals  are  undergoing  re¬ 
pairs,  signals  must  not  be  displayed  for  any  move¬ 
ments  which  may  be  affected  by  such  repairs,  until  it 
has  been  ascertained  from  the  repairmen  that  the 
switches  are  properly  set  for  such  movements. 
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626.  Signalmen  must  observe  all  passing  trains 
and  note  whether  they  are  complete  and  in  order; 
should  there  be  any  indication  of  conditions  endanger¬ 
ing  the  train,  or  any  other  train,  the  signalman  must 
take  such  measures  for  the  protection  of  trains  as 
may  be  practicable. 

627.  If  a  signalman  has  information  that  an  ap¬ 
proaching  train  has  parted  he  must,  if  possible,  stop 
trains  or  engines  on  conflicting  routes,  clear  the 
route  for  the  parted  train,  and  give  the  Train-parted 
signal  to  the  engineman. 

628.  Signalmen  must  have  the  proper  appliances 
for  hand  signaling  ready  for  immediate  use.  Hand 
signals  must  not  be  used  when  the  proper  indication 
can  be  displayed  by  the  interlocking  signals.  When 
hand  signals  are  necessary  they  must  be  given  from 
such  a  place  and  in  such  a  way  that  there  can  be  no 
misunderstanding  on  the  part  of  enginemen  or  train¬ 
men  as  to  the  signals,  or  as  to  the  train  or  engine 
for  which  they  are  given. 

Note  to  Rule  628. — Hand  signaling  includes  the  use  of 
lamp,  flag,  torpedo  and  fusee  signals. 

629.  If  necessary  to  discontinue  the  use  of  any 
interlocking  signal,  hand  signals  must  be  used  and 
the  chief  dispatcher  and  signal  supervisor  notified. 

630.  Signalmen  will  be  held  responsible  for  the 
care  of  the  interlocking  station,  lamps  and  supplies; 
and,  unless  otherwise  provided,  of  the  interlocking 

plant. 

631.  Lights  in  interlocking  stations  must  be  so 
placed  that  they  cannot  be  seen  from  approaching 
trains. 

632.  Lights  must  be  used  upon  all  interlocking 
signals  from  sunset  to  sunrise  and  whenever  the  sig¬ 
nal  indications  cannot  be  clearly  seen  without  them. 
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633.  If  a  train  or  engine  overruns  a  Stop-signal, 
the  fact  must  be  reported  to  the  superintendent. 

634.  Signalmen  must  not  permit  unauthorized  per¬ 
sons  to  enter  the  interlocking  station. 

ENGINEMEN  AND  TRAINMEN. 

661.  If  a  signal,  permitting  a  train  to  proceed, 
after  being  accepted,  is  changed  to  a  Stop-signal  be¬ 
fore  it  is  reached,  the  stop  must  be  made  at  once. 
Such  occurrence  must  be  reported  to  the  superin¬ 
tendent. 

662.  Trains  or  engines  must  not  pass  a  signal  indi¬ 
cating  stop,  except  as  provided  in  Rule  663. 

663.  Trains  or  engines  must  not  proceed  on  hand 
signals  as  against  interlocking  signals  until  engine- 
men  and  trainmen  are  fully  informed  of  the  situation 
and  know  that  it  is  safe  to  proceed. 

664.  The  engineman  of  a  train  which  has  parted 
must  sound  the  whistle  signal  for  Train-parted  on  ap¬ 
proaching  an  interlocking  plant. 

665.  An  engineman  receiving  a  Train-parted  signal 
from  a  signalman  must  answer  by  the  whistle  signal 
for  Train-parted. 

666.  When  a  parted  train  has  been  re-coupled  the 
signalman  must  be  notified. 

667.  Sand  must  not  be  used  over  movable  parts 
of  an  interlocking  plant. 

668.  Conductors  must  report  to  the  superintendent 
any  unusual  detention  at  interlocking  plants. 

669.  Trains  or  engines  stopped  by  the  signalman 
in  making  a  movement  through  an  interlocking  plant, 
must  not  move  in  either  direction  until  they  have 
received  the  proper  signal  from  him. 

670.  A  reverse  movement  within  the  limits  of  an 
interlocking  plant,  or  a  forward  movement  after  mak- 
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ing  a  reverse  movement,  must  not  be  made  without 
the  proper  interlocking  signal  or  permission  from 
the  signalman. 

670-A.  On  two  or  more  tracks,  trains  moving  against 
the  current  of  traffic  must  reduce  speed  to  not  more 
than  ten  miles  per  hour  and  be  under  control  when 
approaching  and  passing  through  interlocking  limits, 
prepared  to  stop  at  a  Dwarf  Signal  giving  a  “Stop” 
indication.  The  indications  of  these  signals  can  be 
seen  at  a  distance  of  approximately  only  600  feet  in 
clear  weather. 


REPAIRMEN. 

681.  Repairmen  are  responsible  for  the  inspection, 
adjustment  and  proper  maintenance  of  all  the  inter¬ 
locking  plants  assigned  to  their  care. 

682.  When  the  condition  of  switches  or  track  does 
not  admit  of  the  proper  operation  or  maintenance  of 
the  interlocking  plant,  the  fact  must  be  reported  to 
the  superintendent  and  signal  supervisor. 

683.  When  any  part  of  an  interlocking  plant  is  to 
be  repaired  a  thorough  understanding  must  first  be 
had  with  the  signalman,  in  order  to  secure  the  safe 
movement  of  trains  and  engines  during  repairs.  The 
signalman  must  be  notified  when  the  repairs  are 
completed. 

684.  If  necessary  to  disconnect  a  switch,  derail,  de¬ 
tector  bar,  or  its  equivalent,  or  a  lock,  all  switches  or 
derails  affected  must  be  safely  secured  before  any 
train  or  engine  is  permitted  to  pass  over  them. 

685.  Alterations  or  additions  to  an  interlocking 
plant  must  not  be  made  unless  authorized  by  the 
signal  engineer. 
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BRACKET  SIGNALS. 

BRACKET  SIGNALS  ARE  USED  WHEN  IT  IS  NECESSARY  TO 
SIGNAL  TRAINS  ON  MORE  THAN  ONE  TRACK  FROM  THE  SAME 
LOCATION,  OR  WHEN  ONE  OR  MORE  TRACKS  INTERVENE  BETWEEN 
THE  SIGNAL  AND  THE  TRACK  IT  IS  INTENDED  TO  GOVERN. 

THE  RELATIVE  NUMBER  AND  POSITION  OFSIGNAL  MASTS  OR 
UPRI6HTS  ONTHE  BRACKET,  CORRESPOND  TO  THE  'RELATIVE 
NUMBER  AND  POSITION  OF  THE  TRACKS  GOVERNED. 

UPRIGHTS  HAVING  NO  SIGNAL  ARMS  ARE  INDICATED  BY  BLUE 


UPRIGHT  AND  BLUE  LIGHT  INDICATE  THE  NUMBER  OP  TRACKS  BETWEEN 
THE  SIGNAL  MAST  AND  TRACK  GOVERNED  BY  THE  SIGNAL  . 
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STAFF  BLOCK  SYSTEM. 

DEFINITIONS. 

Staff  Block. — A  length  of  track  of  defined  limits, 
the  use  of  which  by  trains  is  governed  by  staffs  and 
staff  signals. 

Staff  Block  Station. — A  place  from  which  staffs  are 
issued  and  staff  signals  are  operated. 

Home  Staff  Signal. — A  fixed  signal  at  the  entrance 
of  a  block  governing  the  use  of  a  staff. 

Approach  Staff  Signal. — A  fixed  signal  used  in  con¬ 
nection  with  a  Home  Staff  Signal  to  govern  the 
approach  thereto. 

Staff  Block  System. — A  series  of  consecutive  blocks 
controlled  by  staff  instruments. 

Staff  Instrument. — An  instrument  containing  staffs, 
so  constructed  as  to  require  the  co-operation  of  the 
staff  operators  at  both  ends  of  the  block  to  release 
staffs. 

Staff. — A  metallic  bar  or  disc  of  specific  design 
governing  the  use  of  a  Staff  Block. 

Absolute  Staff. — A  staff  which  permits  but  one  train 
to  use  a  block. 

Divided  Staff. — An  Absolute  Staff  divided  into  two 
parts. 

Staff  Disc. — One  numbered  part  of  a  Permissive 
Staff  permitting  following  train  movements  in  a  block. 

Permissive  Staff. — A  complete  number  of  discs  as¬ 
sembled  in  numerical  order  and  may  be  used  as  an 

Absolute  Staff. 
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RULES. 

The  following  signals  will  appear  where  conditions 
require  their  use. 

The  indications  are  given  by  the  position  of  the 
arm;  by  lights  of  prescribed  color;  or  by  both. 

For  less  than  three  tracks,  Home  Staff  Signals  for 
trains  in  each  direction  may  be  on  the  same  signal 
mast. 

Semaphore  arms  that  govern,  are  displayed  to 
the  right  of  the  signal  mast  as  seen  from  an  ap¬ 
proaching  train. 
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BO!- TWO  POSITION  HOME  STAFF  SIGNALS 


801-A 


RED 


Indication : 
Name: 


STOP 

STOP  SIGNAL 


801-C 


WHITE 


Indication:  PROCEED  with  Staff 
Name:  CLEAR  SIGNAL 
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802.-  TWO  ARM  APPROACH  SIGNALS 


Indication  .  STOP 
Nome:  STOP  SIGNAL 


Indication:  PROCEED  on 
main  line. 

Staff  ready 
For  delivery 

Name:  CLEAR  SIGNAL 


Indication:  PROCEED  on  MAIN 
line  with  CAUTION 
PREPARED  to  stop 
at  Home  Staff  Signal 
Name:  CAUTION  SIGNAL 


Indication:  Take  Siding. 
Name:  CAUTION  5IGNAL 


101 


805.  Staff  Block  System  will  be  used  in  territory 
indicated  by  time  tables. 

806.  Staffs  govern  the  use  of  the  blocks,  and  un¬ 
less  otherwise  provided,  their  use  supersedes  time¬ 
table  superiority  and  takes  the  place  of  train  orders; 
they  do  not  dispense  with  the  use  or  the  observance 
of  signals  whenever  and  wherever  they  may  be  re¬ 
quired. 

807.  The  indications  of  approach  and  home  staff 
signals  do  not  dispense  with  the  use  of  staffs. 

STAFF  OPERATORS. 

808.  The  normal  indication  of  home  staff  signals — 
Stop. 

809.  Staff  instruments,  levers  or  other  operating 
appliances  must  be  used  only  by  those  charged  with 
that  duty  as  directed  by  the  rules  and  instructions. 

810.  Signals  must  be  operated  carefully  and  with 
a  uniform  movement.  If  a  signal  fails  to  work 
properly,  its  operation  must  be  discontinued  and  the 
signal  secured  so  as  to  display  its  most  restrictive 
indication  until  repaired. 

811.  Staff  operators  must  observe,  as  far  as  prac¬ 
ticable,  whether  the  indications  of  the  signals  cor¬ 
respond  with  the  position  of  the  levers. 

812.  Staff  operators  must  not  make  nor  permit 
any  unauthorized  repairs,  alterations  or  additions  to 
the  apparatus. 

Any  defects  must  be  promptly  reported  to  the  chief 
dispatcher  and  signal  repairman. 

813.  A  block  record  must  be  kept  at  each  block 
station. 

814.  To  admit  a  train  to  a  block,  the  staff  operator 
must  examine  the  block  record  and  if  the  block  is 
clear,  remove  staff  from  the  instrument  in  connection 
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with  the  next  staff  station  in  advance,  display  the 
proper  signal  indications  and  arrange  for  delivery 
of  staff  to  the  train.  A  train  must  not  be  admitted 
to  a  block  without  staff  or  permissive  disc,  except  as 
prescribed  by  rule  No.  826. 

815.  A  staff  for  a  train  will  be  delivered  to  the 
engineman  either  by  hand  or  by  staff  crane,  or  to 
the  conductor;  staff  operators  must  not  deliver  a 
staff  to  any  other  person,  except  as  prescribed  by 
rule  No.  820. 

816.  When  the  markers  of  a  train  have  passed 
the  home  staff  signal,  the  staff  operator  must  dis¬ 
play  the  stop  signal  at  once. 

817.  Unless  otherwise  directed,  staff  operators  may 
permit  a  train  to  proceed  if  the  block  is  clear  and 
it  is  apparent  that  no  opposing  trains  of  the  same 
class  will  be  delayed  five  minutes  or  more. 

Passenger  trains  must  not  be  delayed  by  freight 
trains. 

Preference  must  be  given  to  trains  of  the  greater 
importance. 

When  in  doubt,  call  train  dispatcher  for  instruc¬ 
tions. 

818.  When  a  train  has  surrendered  a  staff  to  the 
staff  operator,  he  will,  after  seeing  the  markers  and 
knowing  that  the  entire  train  has  passed  out  of  the 
block,  place  the  staff  in  the  staff  instrument. 

819.  A  staff  received  from  one  train  must  not  be 
delivered  to  another  train  until  it  has  been  placed 
in  the  staff  instrument  and  withdrawn. 

820.  Divided  staffs  will  be  furnished  where  con¬ 
ditions  require  their  use.  (See  rule  No.  833.)  A 
divided  staff  when  assembled  is  similar  to  the  solid 
absolute  staff  and  will  be  handled  in  the  same  man¬ 
ner,  except  before  delivering  to  a  train  it  will  be 
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divided  into  two  portions,  each  portion  placed  in  a 
separate  pouch,  one  to  be  delivered  to  the  engineman, 
the  other  to  the  conductor  or  brakeman  stationed  on 
the  rear  car  of  train,  or  if  a  pusher  engine  is  attached, 
to  the  engineman  of  the  pusher  engine. 

821.  When  a  train  has  surrendered  both  portions 
of  a  divided  staff  to  the  staff  operator,  he  will  as¬ 
semble  them  using  care  in  joining  the  parts,  and 
place  in  the  staff  instrument. 

822.  Permissive  staffs  will  be  furnished  for  cer¬ 
tain  blocks  indicated  by  time  table. 

823.  To  admit  two  or  more  trains,  moving  in 
the  same  direction,  to  a  block,  the  staff  operator 
must  examine  the  block  record  and  if  the  block  is 
clear,  remove  absolute  staff  from  the  instrument, 
using  it  to  remove  the  permissive  staff  and  will  then 
deliver  one  permissive  disc  to  each  train,  except 
the  last,  which  will  be  given  the  remaining  discs, 
base,  rod  and  nut.  (See  rule  No.  815.) 

824.  When  all  trains  have  surrendered  the  per¬ 
missive  discs,  the  staff  operator  must  at  once  assem¬ 
ble  them  in  numerical  order,  placing  the  complete 
staff  in  the  permissive  attachment. 

825.  The  first  train  in  the  opposite  direction  (de¬ 
scending  the  grade)  must  be  given  the  complete 
permissive  staff,  which  confers  the  same  right  as  an 
absolute  staff. 

826.  If  a  staff  instrument  fails,  or  a  staff  is  lost, 
its  operation  must  be  discontinued  and  trains  will  be 
moved  in  accordance  with  rules  for  movement  by 
train  orders. 

Orders  for  movement  of  trains  will  be  issued  for 
each  separate  block. 

Staff  instrument  will  not  be  restored  to  service 
until  authorized  by  the  chief  dispatcher. 
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827.  Staff  operators  must  have  the  proper  appli¬ 
ances  for  hand  signaling  ready  for  immediate  use. 
Hand  signals  must  not  be  used  when  the  proper 
indications  can  be  displayed  by  the  fixed  signals. 
When  hand  signals  are  necessary,  they  must  be 
given  from  such  a  place  and  in  such  a  way  that 
there  can  be  no  misunderstanding  on  the  part  of 
enginemen  or  trainmen  as  to  the  signals  or  as  to 
the  train  or  engine  for  which  they  are  given. 

828.  Where  conditions  require  their  use,  two-arm 
approach  signals  will  be  provided  near  entrance  to 
siding  to  govern  the  approach  of  trains  to  station. 
(See  rule  No.  802.) 

829.  When  coupled  trains  are  separated,  as  pre¬ 
scribed  by  rule  No.  840,  the  staff  operator  must  re¬ 
gard  each  portion  as  an  independent  train. 

830.  If  a  train  overruns  a  stop  signal,  the  fact 
must  be  reported  to  the  superintendent. 

ENGINEMEN  AND  TRAINMEN. 

831.  Trains  must  not  enter  a  block  unless  the 
engineman  has  in  his  possession  a  staff  or  permissive 
disc  and  the  home  staff  signal  is  at  Clear,  except  as 
prescribed  by  rules  Nos.  834  and  843. 

832.  An  absolute  staff  (see  figures  1  and  2)  per¬ 
mits  but  one  train  to  use  a  block  and  confers  right 
of  track. 


Fig.  1 — Absolute  staff — solid  staff  or  divided  staff 
assembled. 

833.  In  blocks  where  divided  staffs  are  used,  indi¬ 
cated  by  time  table,  one  portion  of  the  staff  (see 
figure  2)  will  be  carried  by  the  engineman  and  the 
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other  portion  by  the  conductor  or  brakeman  sta 
tioned  on  the  rear  car  of  train,  or  if  a  pusher  engine 
is  attached,  by  the  engineman  of  the  pusher  engine. 


3-OB  hoOUBO 


Fig.  2 — Absolute  staff — divided  staff  in  two  parts. 


834.  In  blocks  where  permissive  discs  are  used, 
indicated  by  time  table,  a  permissive  disc  (see  figure 
3)  permits  following  movement  of  trains  in  a  block 
and  confers  the  right  of  track  over  opposing  trains. 
The  last  train  to  follow  will  be  given  the  remaining 
discs,  base,  rod  and  nut,  and  this  confers  the  same 
right  as  a  single  disc.  Trains  moving  under  authority 
of  permissive  discs  may  pass  home  staff  signal  at 
stop  and  proceed  expecting  to  find  a  train  in  the 
block. 


Fig.  3 — Permissive  staff  disc. 

835.  A  permissive  staff  completely  assembled  (see 
figure  4)  confers  the  same  right  as  an  absolute  staff. 


Fig.  4 — Permissive  staff  assembled. 


836.  Permissive  movements  will  be  made  on 
ascending  grades  only  and  when  authorized  by  train 
dispatcher. 
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837.  A  staff  for  a  train  will  be  delivered  to  the 
engineman  by  the  staff  operator  or  the  conductor  or 
by  staff  crane,  and  must  not  be  accepted  in  any 
other  manner,  and  engineman  must  know  that  the 
staff  is  in  the  pouch  and  is  the  proper  one  for  the 
block  to  be  entered. 

838.  A  staff  must  not  be  surrendered  until  entire 
train  is  ready  to  clear  the  block  and  then  must  be 
delivered  to  the  staff  operator  or  at  designated  place. 
It  must  not  be  transferred  from  one  train  to  another. 

839.  When  two  or  more  engines  are  coupled,  the 
engineman  of  the  engine  coupled  to  the  train  will 
carry  the  staff  or  permissive  disc  and  signal  the 
engineman  on  leading  engine  or  engines  that  he  is 
in  possession  of  the  staff  or  disc  by  giving  one  long 
and  one  short  sound  of  the  whistle,  to  be  answered 
as  prescribed  by  rule  No.  14  (g)  before  proceeding. 

840.  When  two  or  more  trains  have  been  coupled 
and  so  move  past  any  staff  station,  they  must,  unless 
the  engineman  of  each  train  has  a  permissive  disc, 
be  separated  only  at  a  staff  station  and  the  staff 
operator  notified. 

841.  A  pusher  engine  will  run  coupled  to  train  the 
entire  length  of  the  block.  Pusher  engines  must  not 
move  without  staff  or  disc,  except  as  part  of  a  train. 

842.  Conductor  of  work  extra  entering  block,  to^ 
do  work,  will  secure  authority  from  chief  dispatcher 
stating  the  time  work  extra  may  occupy  the  block 
and  the  staff  must  be  surrendered  before  the  expira¬ 
tion  of  the  time  specified. 

843.  If  staff  apparatus  is  inoperative,  trains  will 
be  moved  in  accordance  with  rules  for  movement  by 
train  orders. 

844.  Trains  must  not  proceed  on  hand  signals  as 
against  home  staff  signals. 
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845.  Should  a  train  to  which  a  staff  has  been 
delivered,  be  unexpectedly  delayed,  the  staff  may  be 
recalled  by  the  staff  operator. 

846.  The  engineman  of  a  train  which  has  parted 
must  give  the  whistle  signal  for  train  parted  when 
approaching  a  staff  station. 

847.  An  engineman  receiving  a  train  parted  signal 
from  a  staff  operator  must  answer  as  prescribed  by 
rule  No.  14  (f). 

848.  When  a  parted  train  is  recoupled,  the  staff 
operator  must  be  notified. 

849.  Where  two-arm  approach  signals  are  in  use, 
trains  will  be  governed  by  the  indications  (see  rule 
No.  802).  If  stopped,  the  conductor  and  engineman 
must  immediately  ascertain  the  cause. 

850.  If  there  is  an  obstruction  between  staff  sta¬ 
tions,  notice  must  he  given  to  the  nearest  staff 
operator. 

851.  The  staffs  must  at  all  times  be  so  handled 
as  to  not  injure  them. 
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INSTRUCTIONS  FOR  OPERATING 
STAFF  INSTRUMENTS. 


Pig.  5 — Electric  Staff  Instrument. 
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TO  REMOVE  STAFF  FROM  INSTRUMENT. 


INSTRUCTIONS  TO  OPERATOR  REMOV¬ 
ING  STAFF. 

1st.  Press  bell  key  “C”  once.  Answer  will  be  two 

rings. 

2nd.  Watch  current  indicating  needle  “F”  until  it 
deflects  to  the  right. 

3rd.  Turn  preliminary  spindle  “B”  to  the  right  as 
far  as  it  will  go  and  then  release  it,  permitting  it 
automatically  to  return  to  its  normal  position.  A 
white  disc  will  appear  in  place  of  the  red  one  at  “H.” 
This  indicates  that  the  staff  is  ready  to  be  removed. 

4th.  Move  end  staff  “E”  up  to  vertical  slot  into 
engagement  with  guard  “N,”  this  guard  having  been 
turned  so  that  the  staff  will  slip  into  the  slot  in  the 
edge  of  the  guard  “N.” 

5th.  Revolve  guard  “N,”  using  staff  as  a  handle, 
and  withdraw  the  staff  through  the  opening  at  “M.” 
This  operation  moves  staff  indicating  needle  “G” 
from  “Staff  in”  to  “Staff  out.” 

6th.  Immediately  upon  withdrawing  staff,  press 
bell  key  “C”  once.  This  is  absolutely  necessary. 

INSTRUCTIONS  TO  OPERATOR  AIDING  IN 
REMOVAL  OF  A  STAFF. 

1st.  Upon  receipt  of  one  ring,  acknowledge  same 
by  pressing  bell  key  “C”  two  times,  the  second  time 
holding  it  in  until  staff  indicating  needle  “F”  moves 
from  left  to  right  twice;  then  release  key  “C,”  as 
operation  is  complete. 

TO  REPLACE  STAFF  IN  THE  INSTRUMENT. 

INSTRUCTIONS  TO  OPERATOR  RE¬ 
PLACING  STAFF. 

1st.  Turn  outer  guard  “N”  to  place  and  insert 
staff  in  the  opening  “M.” 
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2nd.  Using  staff  as  handle  revolve  guard  “N”  to 
the  right  and  allow  staff  to  roll  down  spiral  into  place. 

3rd.  Press  bell  key  “C”  two  times.  This  indicates 
“Staff  in”  on  the  instrument  at  opposite  end  of  block. 

INSTRUCTIONS  TO  OPERATOR  AT  OPPOSITE 
END  OF  BLOCK. 

1st.  Upon  receipt  of  two  rings,  acknowledge  same 
by  pressing  bell  key  “C”  two  times.  This  is  neces¬ 
sary  to  indicate  “Staff  in”  on  both  instruments  and 
places  them  in  proper  condition  for  withdrawal  of 
the  next  staff. 

TO  REMOVE  THE  PERMISSIVE  STAFF  FROM 
INSTRUMENT. 

1st.  Remove  an  absolute  staff  in  regular  manner. 

2nd.  Insert  absolute  staff  in  the  opening  “3”  of 
the  permissive  attachment  and  move  to  the  extreme 
left  of  the  slot.  This  unlocks  door  No.  4  which  can 
then  be  opened  and  permissive  staff  taken  out,  the 
absolute  staff  being  locked  in. 

TO  REPLACE  THE  PERMISSIVE  STAFF  IN 
INSTRUMENT. 

1st.  Be  sure  all  discs  are  on  the  permissive  staff 
in  their  proper  numerical  order. 

2nd.  Place  staff  in  attachment  and  close  door  No.  4. 

3rd.  Move  absolute  staff  to  the  right  through  slot 
and  remove  at  opening  “3.” 

TO  CLEAR  STAFF  SIGNAL  WHERE  LEVER  IS 
STAFF  LOCKED. 

1st.  Insert  absolute  staff  in  the  staff  lock  on  signal 
lever  and  use  as  key  to  unlock. 

2nd.  Reverse  signal  lever  and  then  withdraw  staff. 
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SPECIAL  RULES. 

GENERAL  REGULATIONS. 

901.  The  following  rules  are  additional  to  the  fore¬ 
going  Standard  Code  of  Rules,  and  employes  will  be¬ 
come  familiar  with  and  regard  them  as  having  the 
same  force. 

902.  Conductors  and  enginemen  of  trains  commen¬ 
cing  their  runs  at  a  non-registering  station  must  have, 
in  addition  to  all  other  orders,  a  “19”  order  in  the 
following  form: 

To  C.  &  E . 

All  trains  due  at . 

up  to . (A.  M.  or  P.  M.) . (date) . 

have  arrived. 

If  any  regular  train  due  has  not  arrived,  the  order 
should  read,  “Except  No . ” 

903.  Each  employe  is  required  to  look  after  and 
be  responsible  for  his  safety  and  exercise  the  utmost 
caution  to  avoid  injury  to  fellow  employes,  to  the 
public  and  to  property,  particularly  in  the  switching 
of  cars  and  in  the  movement  of  trains,  and  is  cau¬ 
tioned  that  it  is  unsafe  to  stand  near  track  while 
engines  or  trains  are  passing. 

904.  Engines  and  cars  must  be  moved  on  yard 
tracks  only  as  the  way  is  seen  or  known  to  be  clear. 

905.  When  switching  at  stations  or  in  yards  where 
engines  may  be  working  at  both  ends  of  a  track,  move 
carefully,  and  arrange  with  other  crews  to  guard 
against  accident. 

906.  Persons  other  than  enginemen,  firemen,  and 
trainmen  in  the  performance  of  their  duties  will  not 
be  permitted  to  ride  on  engines  without  proper  au¬ 
thority. 
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907.  When  switching  or  placing  cars,  be  particular 
to  see  and  know  that  they  are  not  left  standing  so 
close  as  not  to  fully  clear  passing  cars  on  adjacent 
tracks,  or  cause  injury  to  employes  riding  on  side  of 
cars. 

908.  Employes  must  not  remove  any  of  the  appli¬ 
ances  of  engines  or  cars  that  will  endanger  the  safety 
of  themselves  and  others,  and  are  warned  not  to 
stand  on  top  of  high  cars  while  passing  under  bridges 
or  through  tunnels,  not  to  get  on  the  end  of  an  en¬ 
gine  or  of  a  car  as  it  approaches  them,  go  between 
moving  cars  to  couple,  uncouple,  open,  close,  or  ar¬ 
range  knuckles  of  couplers,  or  to  work  on  the  side 
of  cars  or  trains  where  there  are  buildings,  sheds, 
cattle  chutes,  or  other  projections,  or  follow  other 
dangerous  practices.  Kicking  or  holding  draw  bar  in 
position  to  couple  with  a  car  or  cars  approaching  is 
prohibited. 

909.  Motor,  hand,  and  velocipede  cars  must  not  be 
used  by  unauthorized  persons,  and  no  one  will  be 
allowed  to  ride  on  these  cars  except  employes  in  the 
performance  of  duty.  Such  cars  should  not  be  allowed 
to  remain  standing  on  public  or  private  road  cross¬ 
ings. 

910.  Motor  cars,  hand  cars,  and  velocipede  cars, 
when  running  between  sunset  and  sunrise,  or  when 
view  is  obscured  by  weather  conditions,  will  display 
a  white  light  to  the  front  and  a  red  light  to  the  rear. 
When  motor,  hand,  or  velocipede  cars  explode  tor¬ 
pedoes,  they  must  be  replaced  at  once. 

911.  Lighted  fusees  must  not  be  placed  on  ends 
or  sides  of  cars,  nor  on  or  near  bridges  or  buildings 
where  they  may  start  fires.  Torpedoes  must  not  be 
placed  near  buildings  or  road  crossings  where  they 
may  cause  injury. 
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912.  Employes  will  familiarize  themselves  with  the 
rules  governiug  the  transportation  of  explosives  and 
inflammables  and  be  governed  thereby. 

913.  Before  using  machinery  or  tools,  know  that 
they  are  in  safe  condition. 

914.  Employes  will  observe  passing  trains  closely 
that  they  may  detect  anything  wrong  and  promptly 
signal  train  and  enginemen. 

915.  In  case  of  damage  to  trains  or  structures, 
wherein  the  security  of  company  property  or  freight 
is  involved,  see  that  watchmen  are  immediately  sta¬ 
tioned,  and  that  arrangements  are  promptly  made  for 
the  protection  of  such  property  against  theft  or  loss 
from  other  causes. 

916.  Passengers  will  not  be  carried  on  freight 
trains,  unless  indicated  by  time-tables,  stock  con¬ 
tracts,  or  otherwise  authorized. 

917.  Trainmen,  enginemen,  signalmen,  watchmen 
and  crossing  flagmen  will  not  read  newspapers,  books 
or  periodicals  while  on  duty. 

918.  Cars  containing  bonded  freight  must  always 
be  carded  and  secured  by  customs  locks  or  seals, 
which  may  be  removed  only  by  customs  officer. 

919.  Employes  must  not  absent  themselves  from, 
exchange  duties  with,  nor  substitute  others  in  their 
places,  without  proper  authority. 

920.  Train  and  engine  employes  are  expected  to 
be  at  their  homes  or  in  their  cabooses,  and  the  caller 
will  not  be  expected  to  look  elsewhere  for  them. 

921.  Employes  will  be  careful  in  the  handling  of 
all  Company  property  entrusted  to  their  care. 

922.  Enginemen  will  be  held  responsible  for  the 
safe  handling  of  their  train  where  track  conditions 
with  which  they  are  familiar  are  not  favorable  for 
normal  speed,  and  for  regulating  the  speed  to  insure 
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safety.  Conductors  will  be  held  responsible  for  fail¬ 
ure  to  make  suitable  efforts  to  see  that  speed  is  prop¬ 
erly  regulated. 

923.  Yard  employes  will  observe  rules  for  con¬ 
ductors  and  other  classes  of  employes  that  relate  in 
any  way  to  the  proper  discharge  of  duties  in  train 
and  yard  service. 

924.  Trains  moving  against  the  current  of  traffic 
on  double  track  must  approach  all  cross-overs  under 
control,  prepared  to  stop  if  necessary. 

925.  During  foggy  or  stormy  weather  all  trains 
must  approach  stations,  yards,  interlocking  plants 
and  other  places  where  their  movements  are  governed 
by  signals,  under  control  and  proceed  only  as  the  way 
is  known  to  be  clear.  Safety  to  be  the  first  consider¬ 
ation. 

926.  At  division  terminals  trains  will  approach  the 
passenger  station  under  control,  expecting  to  find 
other  trains  occupying  the  track,  and  move  only  as  the 
way  is  seen  to  be  clear. 

927.  MAKE  THE  SAFETY  OF  THE  TRAIN  OF 
THE  FIRST  IMPORTANCE  IN  THE  DISCHARGE 
OF  DUTY.  SHOULD  THERE  BE  A  DOUBT  AS 
TO  THE  SAFETY  OF  PROCEEDING  FROM  ANY 
CAUSE,  CONDUCTORS  AND  ENGINEMEN  WILL 
BE  EQUALLY  RESPONSIBLE  FOR  THE  SAFE 
AND  PROPER  HANDLING  OF  THE  TRAIN.  BE 
VIGILANT  AND  CAUTIOUS,  NOT  TRUSTING 
ALONE  TO  SIGNALS  OR  RULES  FOR  SAFETY. 
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CONDUCTORS. 

General. 

930.  Conductors  have  charge  of  the  train  and  will 
be  responsible  for  the  prompt  and  efficient  discharge 
of  duty  by  persons  employed  thereon. 

931.  Examine  bulletin  board  before  starting  from 
terminal  stations  and  receipt  for  bulletins  in  book 
of  prescribed  form. 

932.  See  that  trains  are  properly  made  up  and 
inspected;  that  at  least  85%  of  all  cars  in  trains 
are  equipped  with  air  brakes  in  service;  that  proper 
signals  are  provided  and  that  air  brake,  signal- 
whistle  and  steam-heat  tests  are  made  before  start¬ 
ing.  Make  same  tests  whenever  any  cars  are  taken 
from  (except  rear)  or  added  to  trains. 

933.  Do  not  start  trains  from  inspecting  stations 
until  inspector’s  work  is  completed. 

934.  When  air  brake  is  inoperative,  air  brake  de¬ 
fect  cards  of  prescribed  form  must  be  attached  to 
such  cars. 

935.  Instructions  to  the  flagman  of  a  work  extra 
must  be  in  writing,  signed  by  the  conductor  and  en- 
gineman.  Conductors  and  enginemen  of  trains  affect¬ 
ed  must  require  that  the  written  instructions  be 
shown  them.  Unless  positive  meeting  point  has  been 
made  in  writing,  the  work  extra  must  not  be  moved 
against  opposing  work  extras  or  overdue  trains. 

936.  When  reporting  accidents  involving  injury  to 
persons,  loss  of  life,  or  damage  to  property,  furnish 
a  full  and  exact  statement  of  the  facts,  together  with 
the  names  and  addresses  of  all  persons  injured  and 
of  as  many  witnesses  as  possible. 

In  case  of  serious  accident  to  a  train  carrying  pas¬ 
sengers,  secure  the  names  and  addresses  of  all  per¬ 
sons  on  the  train  if  possible. 
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937.  When  coupling  cars  standing  at  or  near  street, 
road  or  foot  crossings,  or  while  switching  over  them, 
protect  crossings  to  prevent  injuries  to  persons  or 
damage  to  property. 

938.  Except  as  otherwise  provided  by  law  or  rule, 
cars  must  not  be  left  standing  on  or  so  as  to  obstruct 
public  crossings  to  exceed  five  minutes.  Leave  a 
clear  passagewray  for  passengers  to  and  from  trains 
or  stations. 

939.  Turn-tables  located  at  points  where  no  regular 
roundhouse  force  is  employed  will  be  locked  when 
not  in  use. 

940.  When  trainmen  are  at  a  switch  waiting  for 
a  train  to  pass  they  will  station  themselves  on  the 
opposite  side  of  track  from  switch  stand  until  train 
has  passed. 

941.  After  opening  or  closing  a  switch,  trainmen 
must  see  that  points  throw  and  fit  closely  and  that 
lock  is  placed  in  the  staple.  Before  leaving  a  switch 
see  that  it  is  locked  in  proper  position. 

942.  When  switching,  trainmen  must  know  that 
brakes  are  in  good  order  before  cutting  off  cars.  Pas¬ 
senger  equipment  must  not  be  cut  off  while  in  motion. 
Flying  switches  are  prohibited  where  it  can  be  avoid¬ 
ed;  know  that  switches  and  brakes  are  in  working 
order  before  making  a  switch. 

943.  Trainmen  must  see  that  brakes  are  set  on 
cars  moved  or  left  at  stations  and  that  wheel  blocks 
and  derail  switches  are  left  in  proper  position. 

944.  Cars  will  not  be  left  on  passing  sidings  except 
in  case  of  emergency  or  by  permission  of  chief  dis¬ 
patcher.  When  left  without  permission,  the  chief 
dispatcher  must  be  notified  from  first  point  of  com¬ 
munication. 

945.  When  instructed  to  change  places  or  when 
relieved  before  completion  of  trip,  carefully  exchange 
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all  train  orders  and  instructions  and  know  that  they 
are  perfectly  understood. 

946.  When  handling  passenger  extras  or  special 
cars  for  which  a  charge  is  made,  report  to  ticket 
auditor  on  Form  8. 

947.  On  double  track  or  other  parallel  tracks,  when 
the  speed  of  a  train  is  suddenly  reduced  or  train  is 
unexpectedly  stopped,  enginemen  and  trainmen  will 
use  every  means  possible  to  bring  trains  on  adjacent 
tracks  to  a  stop. 

948.  Where  distant  signals  are  used  in  connection 
with  facing  point  switches,  the  switches  or  block 
signal  will  be  considered  as  the  home  signal  or  sig¬ 
nals.  See  rules  603-J  and  603-K. 

949.  When  computing  tonnage  of  cars  on  which 
weight  is  not  stenciled,  use  following: 


Cabooses  . 

Milk  Express . 35-40  feet 

Milk  Express . 44-45  feet 

Baggage  and  Combination  .40  feet 
Baggage  and  Combination. 50  feet 
Baggage  and  Combination. 60  feet 
Baggage  and  Combination  .70  feet 

Postal . 50  feet 

Postal . 60  feet 

Coach  . 50  feet 

Coach  . 60  feet 

Coach  . 72  feet 

Chair  . . 72  feet 

Buffet . 70  feet 

Dining . 60  feet 

Dining . 70  feet 

Parlor . 60  feet 

Parlor . 70  feet 

Sleeping . 60  feet 

Sleeping . 70  feet 


15  tons 

22  tons 
27  tons 

23  tons 

27  tons 
42  tons 
63  tons 
42  tons 
55  tons 

28  tons 
47  tons 
66  tons 
66  tons 

46  tons 

47  tons 
70  tons 
40  tons 
65  tons 
46  tons 
72  tons 
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PASSENGER  CONDUCTORS. 

950.  Unless  otherwise  instructed,  passenger  con¬ 
ductors  will  be  in  attendance  on  their  trains,  in 
regulation  uniform,  thirty  minutes  before  leaving 
time  and  remain  in  attendance,  in  uniform,  until 
they  reach  the  terminal  and  discharge  passengers. 
They  will  be  held  responsible  for  the  cleanliness  and 
proper  condition  of  cars. 

951.  Prevent  passengers  endangering  themselves 
by  imprudent  exposure  and  protect  them  from  rude¬ 
ness,  intoxication,  threatened  violence,  abusive  or 
obscene  language. 

952.  See  that  passengers,  especially  women,  chil¬ 
dren  and  infirm  persons  are  assisted;  prevent  as  far 
as  possible  passengers  getting  on  and  off  train  while 
in  motion;  see  that  vestibules  are  kept  closed  be¬ 
tween  stations  and  that  gate,  bar  or  chain  on  rear 
car  is  in  proper  position. 

953.  At  terminal  and  junction  stations  where 

train  callers  are  not  employed,  announce  distinctly 
in  waiting  rooms,  lunch  counters  and  on  station  plat¬ 
forms:  “Train  for - .” 

954.  After  leaving  a  station  see  that  announce¬ 

ment  is  distinctly  made  in  coaches,  “The  next  sta¬ 
tion  is  - .”  After  station  whistle  is  sounded, 

the  name  of  the  station  wrill  again  be  called.  Should 
a  railroad  crossing  or  other  stop  intervene,  announce, 
“This  is  not  the  station  stop.”  After  calling  termi¬ 
nals,  junction  points,  and  larger  stations,  announce, 
“Remember  your  parcels.” 

955.  Before  arrival  at  lunch  counter  stations  see 
that  announcement  is  made  in  tourist  cars  and 

coaches  that  train  will  stop  “ -  minutes  for 

lunch.”  After  passengers  are  seated  in  lunch  rooms, 
announce,  “Train  will  not  leave  without  notice.” 
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Reasonable  time  will  be  allowed  for  meals  and  con¬ 
ductors  will  be  held  responsible  for  the  comfort  and 
convenience  of  passengers. 

956.  When  a  train  has  stopped  at  a  station  plat¬ 
form  it  must  not  be  moved  to  take  fuel,  water  or  do 
other  work  until  proper  signal  is  given.  Train  must 
not  be  moved  while  passengers  are  getting  on  or  off. 

957.  Make  as  little  noise  as  possible  in  or  about 
sleeping  cars  at  night;  pass  through  them  in  a  quiet 
manner  and  avoid  careless  coupling  or  switching  of 
cars. 

958.  When  necessary  to  uncouple  electric-lighted 
trains,  both  ends  of  the  connectors  must  be  taken 
down.  One  end  in  the  socket  and  the  other  hanging 
creates  a  very  dangerous  personal  injury  and  fire 
hazard.  Unless  otherwise  provided,  connectors  that 
are  taken  out  of  cars  that  are  set  out  must  be  left 
with  the  train  and  not  with  the  car  that  is  set  out. 

959.  Do  not  allow  valises,  parcels  or  bundles  in 
the  aisles  of  cars,  nor  allow  them  to  remain  in  racks 
if  liable  to  fall  out. 

960.  See  that  toilets  in  passenger  coaches  are 
locked  before  coaches  are  placed  at  terminal  stations 
to  receive  passengers,  approaching  terminals  and  at 
intermediate  stations  where  train  stops  for  any  length 

of  time. 

961.  Do  not  permit  unauthorized  persons  to  ride 
in  baggage  or  express  cars. 

962.  Backup  hose  on  passenger  trains  will  be 
coupled  to  air  hose,  air  cut  in  and  ready  for  service, 
securing  hose  to  prevent  falling  off;  same  to  be 
maintained  in  position  during  entire  time  trains  are 
in  service  on  the  road. 

When  backing  trains,  the  handle  of  the  engine- 
man’s  brake  valve  will  be  carried  in  running  position. 
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When  stops  are  contemplated,  engineman  will  use 
steam  writli  a  light  throttle  until  after  the  first  brake 
application  is  felt  from  the  backup  hose. 

The  engineman  will  apply  brakes,  when  application 
from  the  backup  hose  is  not  sufficient  to  insure  safety. 

To  operate  the  brakes  with  service  application  from 
the  backup  hose,  the  valve  should  be  gradually  opened 
and  increased  until  fully  open  or  the  speed  reduced 
as  may  be  desired,  or  train  stopped.  Valve  must  not 
be  repeatedly  opened  and  closed. 

In  case  of  emergency,  the  valve  must  be  fully 
opened  instantly,  and  left  open  until  train  is  stopped 
or  danger  is  passed. 

Following  the  regular  air  brake  test  which  is  made 
from  the  engine,  the  brakes  must  be  applied  with 
backup  hose  before  train  starts  to  back.  The  engine- 
man  will  not  back  train  until  this  test  has  been  made. 

963.  Observe  rules  for  other  classes  of  employes 
that  relate  in  any  way  to  the  proper  discharge  of 
duties  in  passenger  train  service. 

FREIGHT  CONDUCTORS. 

975.  When  approaching  and  passing  through  sta¬ 
tions  or  yards,  freight  conductors  and  brakemen  must 
station  themselves  where  they  can  observe  and  trans¬ 
mit  signals.  When  approaching  stations,  railroad 
crossings  at  grade,  draw  bridges,  fuel  and  water  sta¬ 
tions,  track  covered  by  slow  orders  or  on  long  de¬ 
scending  grades  and  at  other  places  where  safety 
requires  extra  precaution,  trainmen  must  be  in  posi¬ 
tion  to  assist  in  stopping  trains  should  emergency 
require.  Trains,  other  than  passenger  trains,  will 
not  pass  a  station  unless  the  engineman  has  re¬ 
ceived  a  “Proceed”  signal  from  the  rear  end.  En- 
ginemen  and  firemen  must  keep  watch  for  signals 
from  trainmen. 
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976.  See  that  trains  are  inspected  as  often  as 
opportunity  permits  and  that  car  doors  are  closed 
and  securely  fastened.  On  double  track  particular 
care  must  be  exercised  to  prevent  doors  or  other 
projections  striking  passing  trains. 

977.  When  switching,  picking  up  or  setting  out 
cars,  persons  in,  on  or  about  cars  must  be  cautioned, 
to  avoid  personal  injuries  or  damage  to  property. 
Cars  loading  or  unloading  must  be  left  in  same  or 
equally  convenient  places. 

978.  When  picking  up  or  setting  out  cars  at  junc¬ 
tion  points  where  car  inspectors  are  not  employed,  or 
are  not  on  duty,  make  a  written  report  to  chief  dis¬ 
patcher  and  car  foreman  and  keep  a  record  in  train 
book  of  any  defects. 

979.  Except  as  otherwise  provided,  must  know 
that  all  closed  loaded  cars  in  their  trains  are  sealed; 
if  any  found  not  so  protected,  arrange  to  have  sealed 
at  first  opportunity  and  report  to  chief  dispatcher. 

980.  Agents  will  break  and  apply  seals  to  way 
cars  and  conductors  will  see  that  cars  are  sealed 
before  leaving  stations  where  opened. 

At  stations  where  agents  are  not  employed,  con¬ 
ductors  will  break  seals,  noting  seal  record  on  way¬ 
bills  and  have  cars  resealed  at  first  open  station. 
At  stations  where  agents  are  not  on  duty  conductors 
will  break  and  apply  seals  to  cars,  leaving  record  of 
seals  applied  and  removed. 

981.  Examine  waybills  carefully,  comply  with  no¬ 
tations  thereon  and  report  on  train  and  switch  lists 
all  cars  requiring  weighing,  re-icing  and  ventilation. 
See  that  heated  cars  are  given  the  required  attention. 

982.  Handle  slip  bills  for  empty  cars  with  as  much 
care  as  regular  bills  and  do  not  make  slip  bills  for 
empty  cars  without  authority  from  the  chief  dispatcher. 
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983.  Do  not  permit  unauthorized  persons  to 
scrutinize  waybills. 

984.  Before  taking  fuel  or  wafer,  engines  of 
freight  trains  of  more  than  20  cars,  will  he  detached. 

985.  Switches  must  be  set  for  the  dead  rails  over 
track  scales  when  scales  are  not  in  use. 

986.  When  on  way  freight  trains  report  to  chief 
dispatcher  cars  made  empty,  for  disposition. 

987.  When  repairs  are  made  to  foreign  cars, 
report  to  the  car  foreman  at  end  of  run  on  pre¬ 
scribed  form. 

988.  The  following  cars,  loaded  or  empty,  will  be 
handled  next  ahead  of  the  caboose,  giving  preference 
in  the  order  shown,  except  that  at  least  one  car  must 
be  handled  between  a  flat  car  loaded  with  rails  and 
the  caboose: 

1.  Bad  order  cars. 

2.  All  wood  flat  cars. 

3.  Coal  cars  with  temporary  sides. 

4.  Oil  tanks,  except  all  steel  or  steel  under¬ 
frames. 

989.  Dead  engines  hauled  in  freight  trains,  with 
side  rods  disconnected,  must  not  be  run  to  exceed 
fifteen  miles  per  hour,  and  there  must  be  at  least 
eight  cars  between  engines  so  moved. 

If  side  rods  are  in  position  on  dead  engines,  they 
may  be  moved  at  a  speed  not  to  exceed  twenty-five 
miles  per  hour.  Engines  running  either  light  or  in 
a  train  with  side  rods  off  and  main  rods  connected, 
working  steam  must  not  be  run  at  a  speed  exceed¬ 
ing  fifteen  miles  per  hour.  Engines  must  not  be 
hauled  with  side  reds  removed  from  one  side  only. 

990.  After  train  books  are  filled,  conductors  will 
send  them  to  superintendent’s  office.  The  label  on 
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the  cover  must  plainly  show  the  division  and  con¬ 
ductor’s  name,  with  commencing  and  closing  dates. 

991.  Observe  rules  for  other  classes  of  employes 
that  relate  in  any  way  to  the  proper  discharge  of 
duties  in  freight  train  service. 

TRAIN  BAGGAGEMEN. 

1001.  Observe  rules  for  other  classes  of  employes 
that  relate  in  any  way  to  the  proper  discharge  of 
duties  in  passenger  train  service. 

PASSENGER  BRAKEMEN. 

1005.  Passenger  brakemen,  when  acting  as  flag¬ 
men,  will  take  a  position  in  the  rear  of  the  train  with 
flagman’s  signals. 

1006.  Be  respectful  and  courteous.  Avoid  all 
familiarity  and  unnecessary  conversation  with  pas¬ 
sengers  or  other  employes. 

1007.  Give  careful  attention  to  the  heating  and 
ventilation  of  cars,  maintaining  a  uniform  tempera¬ 
ture  so  far  as  possible. 

1008.  Use  step  ladders  or  boards  when  giving  at¬ 
tention  to  lamps  in  coaches. 

1009.  Assist  train  baggagemen  when  necessary. 

1010.  Observe  rules  for  conductors  and  other 

classes  of  employes  that  relate  in  any  way  to  proper 
discharge  of  duties  in  passenger  train  service. 

FREIGHT  BRAKEMEN. 

1015.  Freight  brakemen,  when  acting  as  flagmen, 
will  take  a  position  in  the  rear  of  the  train  with 
flagman’s  signals. 

1016.  Observe  rules  for  conductors  and  other 

classes  of  employes  that  relate  in  any  way  to  the 
proper  discharge  of  duties  in  freight  train  service. 
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YARDMASTERS. 

1020.  Yardmasters  have  general  charge  of  yards 
and  will  be  responsible  for  the  prompt  and  efficient 
discharge  of  duty  by  persons  employed  therein. 

1021.  See  that  cars  are  carefully  handled,  and 
that  no  unnecessary  noise  is  permitted  in  the  vicinity 
of  sleeping  and  passenger  cars  that  are  occupied. 

1022.  When  coupling  cars  standing  at  or  near 
street,  road  or  foot  crossings,  or  while  switching  over 
them,  protect  crossings  to  prevent  injuries  to  persons 
or  damage  to  property. 

1023.  Examine  waybills  carefully  and  comply  with 
notations  thereon. 

1024.  Examine  cars  under  refrigeration  and  ar¬ 
range  for  re-icing  when  necessary.  See  that  heated 
cars  are  given  the  required  attention. 

1025.  Observe  rules  for  conductors  and  other 
classes  of  employes  that  relate  in  any  way  to  the 
proper  discharge  of  duties  in  train  and  yard  service. 

ENGINEMEN. 

1030.  Enginemen  will  be  responsible  for  the 
prompt  and  efficient  discharge  of  duty  by  firemen. 

1031.  Examine  bulletin  board  before  starting  from 
terminal  stations  and  receipt  for  bulletins  in  book 
of  prescribed  form. 

1032.  Enginemen  and  firemen  must  keep  watch 
for  signals  from  trainmen.  When  approaching  sta¬ 
tions,  railroad  crossings  at  grade,  draw  bridges,  fuel 
and  water  stations,  track  covered  by  slow  orders,  or 
on  long  descending  grades  and  at  other  places  where 
safety  requires  extra  precaution,  trainmen  must  be 
in  position  to  assist  in  stopping  trains  should  emer¬ 
gency  require.  Trains,  other  than  passenger  trains, 
will  not  pass  a  station  unless  the  engineman  has  re¬ 
ceived  a  “Proceed”  signal  from  the  rear  end. 
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1033.  Instructions  to  the  flagman  of  a  work  extra 
must  be  in  writing,  signed  by  the  conductor  and 
engineman.  Conductors  and  enginemen  of  trains 
affected  must  require  that  the  written  instructions 
be  shown  them.  Unless  positive  meeting  point  has 
been  made  in  writing,  the  work  extra  must  not  be 
moved  against  opposing  work  extras  or  overdue 
trains. 

1034.  When  a  passenger  train  has  stopped  ht  a 
station  platform  it  must  not  be  movfed  to  take  fuel, 
water  or  do  other  work  until  proper  signal  is  given. 
Train  must  not  be  moved  while  passengers  are 
getting  on  or  off. 

1035.  Before  taking  fuel  or  water,  engines  of 
freight  trains  of  more  than  20  cars,  will  be  detached. 

1036.  Be  careful  in  the  use  of  all  property  of  the 
company.  Never  allow  tank  spouts,  water  cranes, 
or  coal  chutes  to  be  moved  to  or  from  the  tender 
while  engine  is  in  motion;  see  that  they  are  replaced 
in  proper  position  and  secured  before  leaving  them. 

1037.  Use  every  precaution  to  prevent  fires.  Do 
not  allow  anything  that  may  cause  a  fire  to  be  thrown 
from  engines.  While  crossing  any  bridge  or  trestle 
engine  grates  must  not  be  shaken. 

1038.  After  leaving  terminals  and  stations  where 
cars  are  picked  up  or  set  out  and  approaching  rail- 
road  crossings,  draw  bridges  and  summits  of  heavy 
grades,  enginemen  on  passenger  trains  will  make  a 
slight  application  of  brakes  and  know  they  are  in 
working  order. 

1039.  On  double  track  or  other  parallel  tracks, 
when  the  speed  of  a  train  is  suddenly  reduced  or 
train  is  unexpectedly  stopped,  enginemen  and  train¬ 
men  will  use  every  means  possible  to  bring  trains 
on  adjacent  tracks  to  a  stop. 
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1040.  Enginemen  will  be  held  responsible  for  run¬ 
ning  through  switches. 

1041.  After  opening  or  closing  a  switch,  trainmen 
must  see  that  points  throw  and  fit  closely  and  that 
lock  is  placed  in  the  staple.  Before  leaving  a  switch 
see  that  it  is  locked  in  proper  position. 

1042.  Use  care  when  coupling  engines  and  cars. 

1043.  Observe  markers  frequently  and  see  that 
train  is  complete  and  as  far  as  possible  in  good  order, 
and  that  firemen  do  the  same. 

1044.  Enginemen  will  keep  flagman’s  day  and 
night  signals  in  cabs  for  use  in  emergency.  Engines 
should  be  provided  with  not  less  than  six  torpedoes 
and  six  fusees. 

1045.  At  night  when  standing  or  moving  about 
yards  engines  other  than  yard  engines,  without  cars 
must  display  a  red  light  on  the  rear  of  the  tender. 

1046.  When  working  in  the  vicinity  of  sleeping 
and  passenger  cars  that  are  occupied  avoid  unneces¬ 
sary  noise. 

1047.  The  whistle  must  not  be  sounded  while 
passing  or  being  passed  by  a  passenger  train,  pass¬ 
ing  an  overhead,  underneath  or  road  crossing  at 
grade,  except  in  cases  of  emergency  or  when  re¬ 
quired  by  rule  or  law. 

1048.  The  highway  crossing  whistle  signal  will  be 
sounded  at  obscure  places  on  irregular  and  delayed 
trains,  and  on  all  trains  running  against  the  current 
of  traffic  on  double  track,  between  6:30  A.  M.  and 
6:30  P.  M. 

1049.  When  standing  near  stations  or  road  cross¬ 
ings,  avoid  the  escape  of  steam  that  will  frighten 
horses. 

1050.  When  instructed  to  change  places  or  when 
relieved  before  completion  of  trip,  carefully  exchange 
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all  train  orders  and  instructions  and  know  that  they 
are  perfectly  understood. 

1051.  Do  not  leave  engine  while  on  duty,  except 
in  case  of  necessity,  and  then  the  fireman  must  be 
left  in  charge. 

1052.  Do  everything  consistent  with  efficient  work¬ 
ing  of  the  engine  to  prevent  the  emission  of  black 
smoke. 

1053.  Instruct  the  fireman  as  to  his  duties,  par¬ 
ticularly  as  to  economy  in  use  of  fuel  and  other 
supplies. 

1054.  Turn-tables  located  at  points  where  no  reg¬ 
ular  roundhouse  force  is  employed  will  be  locked 
when  not  in  use. 

1055.  Back-up  hose  on  passenger  trains  will  be 
coupled  to  air  hose,  air  cut  in  and  ready  for  service, 
securing  hose  to  prevent  falling  off;  same  to  be  main¬ 
tained  in  position  during  entire  time  trains  are  in 
service  on  the  road. 

When  backing  trains,  the  handle  of  the  engine- 
man’s  brake  valve  will  be  carried  in  running  position. 

When  stops  are  contemplated,  engineman  will  use 
steam  with  a  light  throttle  until  after  the  first  brake 
application  is  felt  from  the  back-up  hose. 

The  engineman  will  apply  brakes,  when  applica¬ 
tion  from  the  back-up  hose  is  not  sufficient  to  insure 
safety. 

To  operate  the  brakes  with  service  application  from 
the  back-up  hose,  the  valve  should  be  gradually 
opened  and  increased  until  fully  open  or  the  speed 
reduced  as  may  be  desired,  or  train  stopped.  Valve 
must  not  be  repeatedly  opened  and  closed. 

In  case  of  emergency,  the  valve  must  be  fully 
opened  instantly,  and  left  open  until  train  is  stopped 
or  danger  is  passed. 
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Following  the  regular  air  brake  test  which  is  made 
from  the  engine,  the  brakes  must  he  applied  with 
back-up  hose  before  train  starts  to  back.  The  engine- 
man  will  not  back  train  until  this  test  has  been  made. 

1056.  Dead  engines  hauled  in  freight  trains,  with 
side  rods  disconnected,  must  not  be  run  to  exceed 
fifteen  miles  per  hour,  and  there  must  be  at  least 
eight  cars  between  engines  so  moved. 

If  side  rods  are  in  position  on  dead  engines,  they 
may  be  moved  at  a  speed  not  to  exceed  twenty-five 
miles  per  hour.  Engines  running  either  light  or  in 
a  train  with  side  rods  off  and  main  rods  connected, 
working  steam  must  not  be  run  at  a  speed  exceed¬ 
ing  fifteen  miles  per  hour.  Engines  must  not  be 
hauled  with  side  rods  removed  from  one  side  only. 

1057.  Boilers  must  not  be  blown  out  on  road,  ex¬ 
cept  when  necessary,  and  never  on  frogs,  switches 
or  in  the  vicinity  of  highways,  where  liable  to  fright¬ 
en  teams,  nor  where  steel  bridges  will  be  affected. 

1058.  Where  distant  signals  are  used  in  connec¬ 
tion  with  facing  point  switches,  the  switches  or  block 
signal  will  be  considered  as  the  home  signal  or  sig¬ 
nals.  See  rules  603-J  and  603-K. 

1059.  Observe  rules  for  conductors  and  other 
classes  of  employes  that  relate  in  any  way  to  the 
proper  discharge  of  duties  in  train  and  yard  service. 

FIREMEN. 

1065.  Firemen  will  give  instant  notice  to  the  en- 
gineman  of  any  signals  or  indications  of  danger,  and 
when  approaching  interlocking  plants,  junctions,  draw¬ 
bridges  and  stations,  will  observe  fixed  signals  and 
communicate  their  indication  to  enginemen. 

1066.  Avoid  the  emission  of  black  smoke. 
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1067.  Observe  rules  for  enginemen  and  other 
classes  of  employes  that  relate  in  any  way  to  the 
proper  discharge  of  duties  in  train  and  yard  service. 

STATION  AGENTS. 

1075.  Station  agents  will  be  responsible  for  the 
property  of  the  company;  for  property  entrusted  to 
it  for  transportation;  for  the  comfort  and  convenience 
of  passengers,  and  for  the  prompt  and  efficient  dis¬ 
charge  of  duty  by  station  employes. 

1076.  Unless  otherwise  directed,  ticket  offices  will 
be  opened  thirty  minutes  before  the  arrival  of  trains. 

1077.  Freight,  baggage  or  other  articles  must  not 
be  allowed  to  stand  on  station  platfofms  where  such 
may  cause  accident  or  inconvenience  to  passengers 
or  employes,  or  receive  damage  from  the  weather, 
theft  or  other  causes.  U.  S.  mail  must  not  be  left 
unprotected. 

1078.  See  that  station  buildings,  platforms  and 
grounds  are  maintained  in  a  clean  and  orderly  con¬ 
dition. 

1079.  Trucks,  skids,  and  portable  scales  when  in 
use  must  be  so  handled  as  to  prevent  injuries  to 
persons  or  endanger  passing  trains.  When  not  in 
use,  they  will  be  placed  in  baggage  room  or  ware¬ 
house,  or  if  necessary  to  leave  on  platform  they  must 
be  lined  up  at  end  or  in  rear  of  station  building, 
locked  or  otherwise  secured. 

1080.  Seal  all  cars  loaded  at  their  stations  and 
break  seals  and  rescal  way  cars,  keeping  a  com¬ 
plete  record.  When  not  on  duty,  will  leave  requisite 
number  of  seals  under  lock  available  for  conductors 
who  will  leave  record  of  seals  applied  and  removed. 

1081.  See  that  cars  left  on  yard  tracks  are  clear 
of  main  tracks,  brakes  set  or  wheels  blocked,  that 
street  crossings  and  sidewalks  are  not  obstructed  and 
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that  doors  of  cars  are  closed  and  fastened.  Observe 
the  position  of  main  track  switches  and  see  that  they 
are  kept  closed  and  locked  for  main  track  when  not 
being  used  by  trains. 

1082.  Use  every  precaution  to  prevent  fires. 

1083.  Regulate  the  places  where  vehicles,  drivers 
and  representatives  of  hotels  shall  remain  while  on 
the  company’s  premises. 

1084.  Do  not  permit  unauthorized  persons  to  offer 
any  articles  for  sale  on  the  company’s  premises. 

1085.  Do  not  permit  unauthorized  advertisements 
to  be  posted  on  the  company’s  premises. 

1086.  Report  promptly  to  the  train  dispatcher  any 
changes  in  weather  conditions  such  as  rain,  snow, 
high  wind  or  fog. 

1087.  Observe  rules  for  conductors  and  other 
classes  of  employes  that  relate  in  any  way  to  the 
proper  discharge  of  the  duties  of  an  agent. 

OPERATORS. 

1090.  In  telegraph  offices  where  several  operators 
are  on  duty  at  the  same  time,  but  one  operator  will 
be  permitted  to  handle  train  orders  and  clear  trains. 

1091.  At  the  time  of  relief,  but  before  transfer  is 
made,  the  relieving  operator  must  never  deliver  a 
train  order  or  handle  the  train  order  signal,  except 
under  the  explicit  direction  of  the  operator  he  is 
about  to  relieve. 

1092.  Under  no  circumstances  should  an  operator 
accept  an  order  for  a  train  when  he  has  the  least 
doubt  whether  or  not  it  has  passed  his  station  unless 
instructed  to  do  so  by  the  dispatcher,  who  has  knowl¬ 
edge  that  the  train  has  not  passed. 

1093.  After  receipt  of  a  train  order  addressed  to 
two  or  more  offices  each  operator  to  whom  the  order 
is  sent  will  check  his  copy  with  the  first  repetition 
by  underlining  with  a  short  dash  the  order  number 
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and  each  word  and  figure  in  the  body  of  the  order. 
The  operator  repeating  first  will  check  with  the  next 
repetition.  If  a  difference  is  found  operators  will  im¬ 
mediately  interrupt  and  call  the  dispatcher’s  atten¬ 
tion  to  it.  When  repeating  an  order  which  he  has 
checked  each  operator  will  add  the  word  “Check” 
next  following  the  order  number.  The  train  dis¬ 
patcher  will  record  such  responses  on  the  order  book 
in  the  usual  manner.  Each  operator  will  wrrite  on 
the  order  on  the  line  with  his  signature  the  call  or 
name  of  the  office  with  which  he  checked. 

1094.  Operators  will  make  proper  transfers  on  pre¬ 
scribed  form,  of  all  train  orders,  instructions  and 
unfinished  business. 

1095.  At  a  station  where  there  is  no  night  operator, 
the  day  operator  must  post  his  address  on  window 
near  the  door. 

1096.  Unauthorized  persons  must  not  be  permitted 
to  frequent  offices. 

1097.  Telegrams  must  be  considered  strictly  con¬ 
fidential.  Their  contents  must  not  be  made  the  sub¬ 
ject  of  conversation  or  remark.  Telegrams  addressed 
to  persons  on  trains  must  be  enclosed  in  sealed 
envelopes. 

1098.  Report  promptly  to  the  train  dispatcher  any 
changes  in  weather  conditions  such  as  rain,  snow, 
high  wind  or  fog.  During  the  night  call  section  men 
in  case  of  heavy  or  unusual  rain. 

1099.  Observe  rules  for  agents  and  other  classes 
of  employes  that  relate  in  any  way  to  the  proper 
discharge  of  the  duties  of  an  operator. 

SIGNAL  MAINTAINERS  AND  LINEMEN. 

1105.  Observe  rules  for  other  classes  of  employes 
that  relate  in  any  way  to  the  proper  discharge  of  the 
duties  of  a  signal  maintainer  or  lineman. 
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BRIDGE  FOREMEN. 

1110.  Any  defect  or  condition,  or  any  work  that 
interferes  with  the  safe  passage  of  trains  at  usual 
speed  must  be  promptly  protected.  If  track  is  im¬ 
passable  flagmen  with  flagman’s  signals  must  be  sta¬ 
tioned  at  a  distance  of  not  less  than  three-fourths 
mile  in  each  direction,  placing  two  torpedoes  on  the 
rail  on  engineman’s  side,  and  when  necessary  display 
lighted  fusees.  On  descending  grades,  or  when  view 
is  obscured,  the  distance  must  be  increased  to  not 
less  than  one  mile. 

1111.  Observe  rules  for  other  classes  of  employes 
that  relate  in  any  way  to  the  proper  discharge  of  the 
duties  of  a  bridge  foreman. 

SECTION  FOREMEN. 

1115.  Any  defect  or  condition,  or  any  work  that  in¬ 
terferes  with  the  safe  passage  of  trains  at  usual 
speed  must  be  promptly  protected.  If  track  is  im¬ 
passable  flagmen  with  flagman’s  signals  must  be 
stationed  at  a  distance  of  not  less  than  three-fourths 
mile  in  each  direction,  placing  two  torpedoes  on  the 
rail  on  engineman’s  side,  and  when  necessary  dis¬ 
play  lighted  fusees.  On  descending  grades,  or  when 
view  is  obscured,  the  distance  must  be  increased  to 
not  less  than  one  mile.  When  the  track  force  is  too 
small  to  admit  of  this,  stop  signals  (red  flags  by  day, 
or  red  lights  by  night)  may  be  placed  between  the 
rails  and  torpedoes  on  the  rail  on  engineman’s  side, 
but  when  view  is  obscured  by  weather  conditions 
flagmen  must  always  be  provided.  When  track  is 
passable  but  not  safe  for  usual  speed  green  signals 
(flags  by  day,  and  in  addition  lights  by  night)  may  be 
placed  on  engineman’s  side  a  distance  of  one-half  mile 
in  each  direction.  On  double  track  the  required 
protection  must  be  provided  in  both  directions  on 
the  obstructed  track. 
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1116.  Track  jacks  must  not  be  used  between  rails 
unless  protected  as  required  when  track  is  impas¬ 
sable. 

1117.  Employes  used  as  flagmen,  crossing  watch¬ 
men,  gatemen  or  bridge  tenders  must  be  able  to  read, 
write  and  speak  the  English  language. 

1118.  Whenever  violent  rain  or  wind  storms,  or 
a  sudden  rise  in  streams  occur,  carefully  examine 
condition  of  the  track,  bridges  and  culverts,  and  if 
unsafe,  protect  as  prescribed  by  Rule  1115,  reporting 
to  the  chief  dispatcher  at  first  station. 

1119.  When  automatic  block  signal  wires  are  seen 
to  be  broken,  or  crossed,  or  any  object  is  seen  hang¬ 
ing  on  the  wires,  report  the  fact  to  the  signal  main- 
tainer  and  chief  dispatcher  at  first  station.  Where 
high  voltage  lines  are  used  for  automatic  signals  do 
not  attempt  to  remove  any  foreign  object  which  may 
be  hanging  on  the  wire,  or  in  case  of  broken  wire  do 
not  touch  or  come  in  contact  with  same,  but  report  the 
facts  to  the  signal  maintainer  and  chief  dispatcher  at 
once. 

1120.  When  telegraph  wires  are  broken,  clear 
them  from  ground  and  connect  temporarily.  When 
telegraph  wires  are  crossed,  straighten  and  secure 
temporarily,  reporting  to  chief  dispatcher  at  first 
station. 

1121.  Keep  a  careful  lookout  for  fires.  Prevent,  if 
possible,  the  destruction  of  property  and  the  spread 
of  fire  to  adjoining  fields.  During  dry  weather  fires 
must  not  be  started  unless  there  is  sufficient  force 
to  keep  them  under  control.  When  a  fire  is  dis¬ 
covered  a  report  must  be  made  by  wire  to  the  chief 
dispatcher. 

1122.  Observe  rules  for  other  classes  of  employes 
that  relate  in  any  way  to  the  proper  discharge  of  the 
duties  of  a  section  foreman. 
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